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everLight™ (Post Mount)Section I   Introduction

This manual contains installation, operation and care
instructions and user service information for the
everLight™ post-mounted operatory light.

The everLight operatory light is designed to provide
trouble-free service when installed, operated and
maintained according to the procedures set forth in
this manual.

To ensure correct installation, carefully read all the
procedure instructions contained in this manual
paying close attention to all notes, notices, cautions
and warnings.

After the everLight is installed, please review the
operation procedures and care guidelines with the
doctor's staff. Then leave this manual in the
doctor's office for the doctor's and staff's future
reference.

Post-Mount

Specifications

Power Supply:  Primary: 100-240 V AC 50/60 Hz.
Secondary: 12V DC 40W output

Color Temperature: Maximum: 5300° Kelvin
(Color Matching)

Medium: 4300° Kelvin
(Operative Setting)

Minimum: 3200° Kelvin
(Composite Setting)

Focal Length:  27"
Light Intensity: Maximum: 1850 Footcandles

(20,000 Lux)
Medium: 1375 Footcandles

(15,000 Lux)
Minimum: 725 Footcandles

(8,000 Lux)
Operating Amperage:  .4 max. - .16 min. Amp
Light Pattern:  6-1/2" x 3-1/2"
Unit Weight:  Post Mount:  27  lbs.
NOTE: The post-mount arm assembly dimensions
are illustrated at the top of  Page 3.

Classifications

— NOTICE —
In accordance with part 15 of  FCC rules, this

equipment was tested and complies with Class A
digital device limits. These limits are designed to

give equipment reasonable protection against
detrimental interference when operated in a

commercial environment.

= Attention, Consult Accompanying Documents

= Type B Applied Parts

= Voltage,  AC

= Voltage, DC

= Caution. Electrical Shock Hazard. Refer Servicing
to Qualified Personnel

Explanation of Symbols used on Equipment:

– Type of  protection against electric shock: Class 1
Equipment

– Degree of  protection against electric shock: Type
B Applied Parts

– Degree of protection against the ingress of water:
Ordinary

– Equipment not suitable for use in the presence of
a flammable anesthetic mixture with air or with
oxygen or nitrous oxide.

– Mode of operation: Continuous
– Environmental conditions for transport and storage

Recommended ranges:
- Temperature range within - 40º C to + 70º C
- Relative humidity range within 10% to 100%
- Atmospheric pressure range within 500 to 1050 hPa

Class 1, Type B Medical
Equipment
for Ordinary Use
with Respect to Electric Shock,
Fire and Mechanical Hazards
Only in Accordance with
UL 60601-1, IEC 60601-1,
CAN/CSA 22.2 No. 601.1

53HN

POST MOUNT TRACK, CEILING, WALL & CABINET

EverLightTM

everLight™
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Section I   Introduction

This manual contains installation, operation and care
instructions and user service information for the
everLight™ light.

The everLight is designed to provide trouble-free
service when installed, operated and maintained
according to the procedures set forth in this manual.

To ensure correct track, ceiling, wall or cabinet
mounting installation, carefully read all the instruc-
tions contained in this manual paying close attention
to all notes, notices, cautions and warnings.

After the everLight is installed, please review the
operation procedures and care guidelines with the
doctor's staff. Then leave this manual in the
doctor's office for the doctor's and the staff's future
reference.

Light Arm Assembly

Specifications

Power Supply:  Primary: 100-240 V AC 50/60 Hz.
Secondary: 12V DC 40W output

Color Temperature: Maximum: 5300° Kelvin
(Color Matching)

Medium: 4300° Kelvin
(Operative Setting)

Minimum: 3200° Kelvin
(Composite Setting)

Focal Length:  27"
Light Intensity: Maximum: 1850 Footcandles

(20,000 Lux)
Medium: 1375 Footcandles

(15,000 Lux)
Minimum: 725 Footcandles

(8,000 Lux)
Operating Amperage:  .4 max. - .16 min. Amp
Light Pattern:  6-1/2" x 3-1/2"
Unit Weight:    Track Mount: 87  lbs.

Ceiling Mount: 41 lbs.
Wall Mount: 59 lbs.
Cabinet Mount: 51 lbs.

Classifications

= Attention, Consult Accompanying Documents

= Type B Applied Parts

= Voltage,  AC

= Voltage, DC

= Caution. Electrical Shock Hazard. Refer Servicing
to Qualified Personnel

Class 1, Type B Medical
Equipment
for Ordinary Use
with Respect to Electric Shock,
Fire and Mechanical Hazards
Only in Accordance with
UL 60601-1, IEC 60601-1,
CAN/CSA 22.2 No. 601.1

Explanation of Symbols used on Equipment:

53HN

– Type of  protection against electric shock: Class 1
Equipment

– Degree of  protection against electric shock: Type
B Applied Parts

– Degree of protection against the ingress of water:
Ordinary

– Equipment not suitable for use in the presence of
a flammable anesthetic mixture with air or with
oxygen or nitrous oxide.

– Mode of operation: Continuous
– Environmental conditions for transport and storage

Recommended ranges:
- Temperature range within - 40º C to + 70º C
- Relative humidity range within 10% to 100%
- Atmospheric pressure range within 500 to 1050 hPa

— NOTICE —
In accordance with part 15 of  FCC rules, this

equipment was tested and complies with Class A
digital device limits. These limits are designed to

give equipment reasonable protection against
detrimental interference when operated in a

commercial environment.
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POST MOUNT TRACK, CEILING, WALL & CABINET
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Lumina™ Light (Post Mount)Section I   Introduction

This manual contains installation, operation and care

instructions and user service information for the

DentalEZ Lumina
™

 Light.

The Lumina Light is designed to provide trouble-

free service when installed, operated and maintained

according to the procedures set forth in this manual.

To ensure correct installation, carefully read all the

procedure instructions contained in this manual

paying close attention to all notes, notices, cautions

and warnings.

After the Lumina Light is installed, please review the

operation procedures and care guidelines with the

doctor's staff. Then leave this manual in the

doctor's office for the doctor's and staff's future

reference.

Specifications

Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.

220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles

(36000 Lux)

Minimum: 1650 Footcandles

(18000 Lux)

Operating Amperage: 1 Amp maximum

NOTE: Uses two 1 Amp slo-blow fuses

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Post Mount:  27 lbs.

NOTE: The post-mount arm assembly dimensions

are illustrated at the bottom of  Page 3.

Features/Benefits

Listed below are some of the benefits and features

of the Lumina Light.

• Even, color-corrected illumination with a

minimum of shadows to the oral cavity pre-

vents eyestrain and fatigue

• Touch-less switch - infrared hands-free On/Off

control allows operation without touching the

light and without risk of contamination

• Three-axis arm adjustment makes light pattern

positioning easy

• Shadow-free pattern from approximately 20" to

45" eliminates numerous readjustments

• Light pattern integrity provides consistent light

pattern even with obstruction by the dental team

• Reversible, glass-filled nylon handles permit

safe, cool grip

• Reflector provides color temperature up to

5500° Kelvin allowing precise color matching

• With asepsis designed into every feature,

effective cleaning is made simple

• Standard bulb with easy installation

with respect to electrical shock, fire

and mechanical hazards only in

accordance with UL - 2601-1 41XJ

Lumina  Light
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®

Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.
220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles
(36000 Lux)
Minimum: 1650 Footcandles
(18000 Lux)

Operating Amperage: 1 amp maximum
NOTE: Track and ceiling mount lights use one 1
amp slo-blow fuse. Wall and cabinet mount lights
use two 1 amp slo-blow fuses.

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Track Mount: 87 lbs.
Ceiling Mount: 41 lbs.
Wall Mount: 59 lbs.
Cabinet Mount: 51 lbs.

NOTE: The dimensions for the track, ceiling , wall or
cabinet configurations are illustrated on Pages 3 and 4.

Section I   Introduction

This manual contains installation, operation and care
instructions and user service information for the
DentalEZ® Lumina® Light.

The Lumina Light is designed to provide trouble-free
service when installed, operated and maintained
according to the procedures set forth in this manual.

To ensure correct track, ceiling, wall or cabinet
mounting installation, carefully read all the instruc-
tions contained in this manual paying close attention
to all notes, notices, cautions and warnings.

After the Lumina Light is installed, please review the
operation procedures and care guidelines with the
doctor's staff. Then leave this manual in the doctor's
office for the doctor's and the staff's future reference.

Listed below are some of  the benefits and features of
the Lumina Light.

Post-Mount

Specifications

Features/Benefits

• Even, color-corrected illumination with a mini-
mum of  shadows to the oral cavity prevents
eyestrain and fatigue

• Three-axis arm adjustment makes light pattern
positioning easy

• Touch-less switch - infrared hands-free On/Off
control allows operation without touching the
light and without risk of contamination

• Shadow-free pattern from approximately 20" to
45" eliminates numerous readjustments

• Light offers pattern integrity, even with assistant
obstruction

• Reversible, glass-filled nylon handles permit safe,
cool grip

• Reflector provides color temperature up to
5500° Kelvin allowing precise color matching

• With asepsis designed into every feature, effec-
tive cleaning is made simple

• Standard bulb with easy installation

with respect to electrical shock, fire
and mechanical hazards onlyin

accordance with UL - 2601-1 41XJ
Monitor Mount

Weight:  42 lbs.
Monitor Weight Capacity:  19 lbs.
Cable Information:
 S-Video Extension 25 ft.
 Shielded Audio/Video Cable 25 ft.
 RG-59/U Solid Coaxial Cable 24 ft.
 SVGA Computer Cable 25 ft.
 18/3 Power Cord-Type SVT 24 ft.
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Simplicity by DentalEZ™ LightSection I   Introduction

This manual contains installation, operation and care
instructions and user service information for the
Simplicity by DentalEZ™ post-mounted operatory
light.

The Simplicity Light is designed to provide trouble-
free service when installed, operated and maintained
according to the procedures set forth in this manual.

To ensure correct installation, carefully read all the
procedure instructions contained in this manual
paying close attention to all notes, notices, cautions
and warnings.

After the Simplicity Light is installed, please review
the operation procedures and care guidelines with
the doctor's staff. Then leave this manual in the
doctor's office for the doctor's and staff's future
reference.

Post-Mount

Specifications

Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.
220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles
(36000 Lux)
Minimum: 1650 Footcandles
(18000 Lux)

Operating Amperage: 1 Amp maximum
NOTE: Uses two 1 Amp slo-blow fuses

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Post Mount:  26 lbs.

NOTE: The post-mount arm assembly dimensions
are illustrated at the bottom of  Page 3.

Features/Benefits

Listed below are some of the benefits and features
of the Simplicity Light.

• Even, color-corrected illumination with a
minimum of shadows to the oral cavity pre-
vents eyestrain and fatigue

• Three-axis arm adjustment makes light pattern
positioning easy

• Shadow-free pattern from approximately 20" to
45" eliminates numerous readjustments

• Light offers pattern integrity, even with assis-
tant obstruction

• Glass-filled nylon "Tee" handles permits safe,
cool grip

• Reflector provides color temperature up to
5500° Kelvin allowing precise color matching

• With asepsis designed into every feature,
effective cleaning is made simple

• Standard bulb with easy installation

NOTE: Photo depicts light post mount with service
console installation on an Simplicity by DentalEZ™

Chair.
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Advantage by DentalEZ™ LightSection I   Introduction
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Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.
220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles
(36000 Lux)
Minimum: 1650 Footcandles
(18000 Lux)

Operating Amperage: 1 amp maximum
NOTE: Uses two 1 amp slo-blow fuses. Track
light uses one 1 amp slo-blow fuse.

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Track Mount: 86 lbs.
Ceiling Mount: 40 lbs.
Wall Mount: 58 lbs.

NOTE: The dimensions for the track and ceiling are
illustrated on Page 3, the wall configuration is illus-
trated on Page 4.

Section I   Introduction

This manual contains installation, operation and care
instructions and user service information for the
Advantage by DentalEZ™ Light.

The Advantage Light is designed to provide trouble-
free service when installed, operated and maintained
according to the procedures set forth in this manual.

To ensure correct track, ceiling or wall mounting
installation, carefully read all the instructions con-
tained in this manual paying close attention to all
notes, notices, cautions and warnings.

After the Advantage Light is installed, please review
the operation procedures and care guidelines with the
doctor's staff. Then leave this manual in the
doctor's office for the doctor's and the staff's future
reference.

Post-Mount

Specifications

Features/Benefits

Listed below are some of  the benefits and features of
the Advantage Light.

• Even, color-corrected illumination with a mini-
mum of  shadows to the oral cavity prevents
eyestrain and fatigue

• Three-axis arm adjustment makes light pattern
positioning easy

• Shadow-free pattern from approximately 20" to
45" eliminates numerous readjustments

• Light offers pattern integrity, even with assistant
obstruction

• Glass-filled nylon "Tee" handles permits safe,
cool grip

• Reflector provides color temperature up to
5500° Kelvin allowing precise color matching

• With asepsis designed into every feature, effec-
tive cleaning is made simple

• Standard bulb with easy installation

POST MOUNT TRACK, CEILING & WALL
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Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.

220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles

(36000 Lux)

Minimum: 1650 Footcandles

(18000 Lux)

Operating Amperage: 1 amp maximum

NOTE: Uses two 1 amp slo-blow fuses. Track

light uses one 1 amp slo-blow fuse.

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Track Mount: 86 lbs.

Ceiling Mount: 40 lbs.

Wall Mount: 58 lbs.

Cabinet Mount: 50 lbs.

NOTE: The dimensions for the track, ceiling , wall or

cabinet configurations are illustrated on Pages 3 and 4.

Section I   Introduction

This manual contains installation, operation and care

instructions and user service information for the

DentalEZ
®

 aXcs
®

 Operatory Light.

The aXcs Operatory Light is designed to provide

trouble-free service when installed, operated

and maintained according to the procedures set

forth in this manual.

To ensure correct track, ceiling, wall or cabinet

mounting installation, carefully read all the instruc-

tions contained in this manual paying close attention

to all notes, notices, cautions and warnings.

After the Operatory Light is installed, please review

the operation procedures and care guidelines with the

doctor's staff. Then leave this manual in the

doctor's office for the doctor's and the staff's future

reference.

Post-Mount

Specifications

Features/Benefits

Listed below are some of  the benefits and features of

the aXcs Operatory Light.

• Even, color-corrected illumination with a mini-

mum of  shadows to the oral cavity prevents

eyestrain and fatigue

• Three-axis arm adjustment makes light pattern

positioning easy

• Shadow-free pattern from approximately 20" to

45" eliminates numerous readjustments

• Light offers pattern integrity, even with assistant

obstruction

• Glass-filled nylon "Tee" handles permits safe,

cool grip

• Reflector provides color temperature up to

5500° Kelvin allowing precise color matching

• With asepsis designed into every feature, effec-

tive cleaning is made simple

• Standard bulb with easy installation

2     Installation, Operation and Care Manual

aXcs® Operatory Light (Post Mount)Section I   Introduction

This manual contains installation, operation and care

instructions and user service information for the

DentalEZ aXcs
®

 Operatory Light.

The aXcs Operatory Light is designed to provide

trouble-free service when installed, operated and

maintained according to the procedures set forth in

this manual.

To ensure correct installation, carefully read all the

procedure instructions contained in this manual

paying close attention to all notes, notices, cautions

and warnings.

After the Operatory Light is installed, please review

the operation procedures and care guidelines with the

doctor's staff. Then leave this manual in the

doctor's office for the doctor's and staff's future

reference.

Post-Mount

Specifications

Halogen Lamp:  24 Volts/150 Watts

Power Supply - Primary: 120V 60Hz.

220-250V 50/60Hz.

Secondary: 15V & 17V

Color Temperature:  4200-5500° Kelvin

Focal Length:  20" to 45"

Light Intensity - Maximum: 3275 Footcandles

(36000 Lux)

Minimum: 1650 Footcandles

(18000 Lux)

Operating Amperage: 1 Amp maximum

NOTE: Uses two 1 Amp slo-blow fuses

Light Pattern: 6-1/2" x 3-1/4"

Unit Weight - Post Mount:  26 lbs.

NOTE: The post-mount arm assembly dimensions

are illustrated at the bottom of  Page 3.

Features/Benefits

Listed below are some of the benefits and features

of the aXcs Operatory Light.

• Even, color-corrected illumination with a

minimum of shadows to the oral cavity pre-

vents eyestrain and fatigue

• Three-axis arm adjustment makes light pattern

positioning easy

• Shadow-free pattern from approximately 20" to

45" eliminates numerous readjustments

• Light offers pattern integrity, even with assistant

obstruction

• Glass-filled nylon "Tee" handles permits safe,

cool grip

• Reflector provides color temperature up to

5500° Kelvin allowing precise color matching

• With asepsis designed into every feature, effec-

tive cleaning is made simple

• Standard bulb with easy installation

POST MOUNT TRACK, CEILING, WALL & CABINET

aXcs®
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Section I   Introduction

Post-Mount Arm Assembly Dimensions

Dimensions

Light Head Range of Motion

145º

145º
180º

150º

15"

17"

7.25"

2"

24" 31.75"

1.701"

everLight™

4     Installation, Operation and Care Manual

Wall/Cabinet Mount Dimensions

Section I   Introduction

24"

4.5"
56"

9"

14.375"

15"

17"

1.375"
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EverLightTM

everLight™    3

Section I   Introduction

Ceiling Mount Dimensions

Track Mount Dimensions

24"

1.61"

1.25"

3.5"9"

15"

17"

14.375"

24"

1.375"

7.25"

31.875"
9"

15"

17"

14.375"
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Lumina®

Lumina™ Light (Post Mount)     3

The Lumina Light components are packaged and

shipped according to the packing list below. Please

verify the Lumina Light carton contents against the

packing list.

Post-Mount Packing List
• Light Arm Assembly

• Light Post

• Flanged Plastic Bushing

• Power Extension Cord

• Hardware Package

• Spare Bulb

• Damage Instructions

• Manual

• Warranty Card

NOTE: Be aware that some cartons are shipped as

fillers and may be empty (even if optional components

are ordered).

Carefully unpack the light. Inspect all of the items

received to assure there has been no shipping damage.

If damage is discovered, contact the carrier immedi-

ately. Then report and file the appropriate claims

with the carrier within 24 hours after delivery. (See

Product Support Services, Page 13.)

— NOTICE —
For any questions about an order, please

contact a DentalEZ Equipment customer

service representative at 1-866-DTE-INFO.

Packaging

Section I   Introduction

— IMPORTANT NOTE —
All parts supplied are vital for proper installa-

tion. Do not discard any hardware or compo-

nents until installation is complete.

Post-Mount Arm Assembly Dimensions

Light Arm
Assembly

Light Post

24"

31.5"

1.701"

3.3"

15"
Travel

15"
Travel

Lumina  Light

4     Installation, Operation and Care Manual

®

Wall/Cabinet Mount Dimensions

Section I   Introduction

12"

15"
Travel

15"
Travel

17.75"

24" 4.5" 56"

9"

13.5" 16"

12"

7"

Monitor Mount Dimensions
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Lumina®     Light    3

15"
Travel

15"
Travel

18.75"

24" 4.5"

12"

Section I   Introduction

Ceiling Mount Dimensions

Track Mount Dimensions

15"
Travel

15"
Travel

24.75"

24" 31.5"

12"

Lumina®
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Simplicity by DentalEZ™ Light    3

The Simplicity Light components are packaged and
shipped according to the packing list below. Please
verify the Simplicity Light carton contents against
the packing list.

Post-Mount Packing List
• Light Arm Assembly
• Light Post
• Flanged Plastic Bushing
• Transformer Box
• Hardware Package
• Spare Bulb
• Damage Instructions
• Manual
• Warranty Card

NOTE: Be aware that some cartons are shipped as
fillers and may be empty (even if optional components
are ordered).

Carefully unpack the light. Inspect all of the items
received to assure there has been no shipping damage.

If damage is discovered, contact the carrier immedi-
ately. Then report and file the appropriate claims
with the carrier within 24 hours after delivery. (See
Product Support Services, Page 9.)

— NOTICE —
For any questions about an order, please
contact a DentalEZ Equipment customer

service representative at 1-866-DTE-INFO.

Packaging

Section I   Introduction

— IMPORTANT NOTE —
All parts supplied are vital for proper installa-
tion. Do not discard any hardware or compo-

nents until installation is complete.

Post-Mount Arm Assembly Dimensions

Light  Arm
Assembly

Light Post

23-1/2" 23-1/2"

12"

2"

7-1/4"

1.701"

24"

1.61"

1.25"

3.5"

12"

15"

17"

17.375"

Track MounT DiMensions
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24"

1.375"

7.25"

31.875"

12"

15"

17"

17.375"

24"

4.5"
56"12"

17.375"

15"

17"

1.375"

Wall MounT DiMensions

ceiling MounT DiMensions



Section III  Lights

Technical Manual

Page iii-13

D
I
M
E
N
S
I
O
N
S

Advantage by DentalEZTM

Advantage by DentalEZ™ Light    3
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Post-Mount Packing List
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Packaging

Section I   Introduction

— IMPORTANT NOTE —
�������������������������������������������������
�������������������������������������������

�������������������������������������

Post-Mount Arm Assembly Dimensions

15"

17"

2"

7.25"

1.701"

31.875"24"

Light Arm
Assembly

Light Post

Advantage by DentalEZ™ Light
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Wall Mount Dimensions

Section I   Introduction

24"

4.5"
56"12"

17.375"

15"

17"

1.375"



Technical Manual

Section III  LightsPage iii-14  

D
I
M
E
N
S
I
O
N
S

Advantage by DentalEZTM

Advantage by DentalEZ™ Light    3

24"

1.61"

1.25"

3.5"

12"

15"

17"

17.375"

Section I   Introduction

Ceiling Mount Dimensions

Track Mount Dimensions

24"

1.375"

7.25"

31.875"

12"

15"

17"

17.375"
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aXcs®

aXcs® Operatory Light (Post Mount)     3

The aXcs Operatory Light components are packaged

and shipped according to the packing list below.

Please verify the aXcs Operatory Light carton

contents against the packing list.

Post-Mount Packing List
• Light Arm Assembly

• Light Post

• Flanged Plastic Bushing

• Transformer Box

• Hardware Package

• Spare Bulb

• Damage Instructions

• Manual

• Warranty Card

NOTE: Be aware that some cartons are shipped as

fillers and may be empty (even if  optional components

are ordered).

Carefully unpack the light. Inspect all of  the items

received to assure there has been no shipping damage.

If  damage is discovered, contact the carrier immedi-

ately. Then report and file the appropriate claims with

the carrier within 24 hours after delivery. (See Product

Support Services, Page 14.)

— NOTICE —
For any questions about an order, please

contact a DentalEZ Equipment customer

service representative at 1-866-DTE-INFO.

Packaging

Section I   Introduction

— IMPORTANT NOTE —
All parts supplied are vital for proper installa-

tion. Do not discard any hardware or compo-

nents until installation is complete.

Post-Mount Arm Assembly Dimensions

15"

17"

2"

7.25"

1.701"

31.875"24"

Light Arm
Assembly

Light Post

aXcs® Operatory Light
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Wall/Cabinet Mount Dimensions

Section I   Introduction

24"

4.5"
56"12"

17.375"

15"

17"

1.375"
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aXcs®

aXcs® Operatory Light    3

24"

1.61"

1.25"

3.5"

12"

15"

17"

17.375"

Section I   Introduction

Ceiling Mount Dimensions

Track Mount Dimensions

24"

1.375"

7.25"

31.875"

12"

15"

17"

17.375"
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Drop Post
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"6,'8 "02
'9 "62

"6,'9 "23
'01 "63

Track light

ceiling light
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End of Track

8' 0" Min.

77"

53"

71"

Floor

Power Connection
This End

Section II   Installation

Track Mount Assembly

Tools Required
• Phillips-head Screwdriver • Torpedo Level
• Set of  Allen Wrenches • Power Drill
• Stripping/Crimping tool • Drill Bits
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Track Assembly Installation

1. After determining the location of  the track
light (see illustration below), arrange for the
hole for the power cord to be above the head
of  the chair.

2. Drill four 5/16" mounting holes and a 1-1/2"
power supply hole.

Extended-length
post assembly
required for

ceiling heights:
8' 1" to 10'

Suggested Track Mount Location

Side
Cover

Screw

 4. Using a Phillips-head
screwdriver, remove
and retain the four
screws that hold the
side covers to each
end of the wood
mounting pallet.

— NOTICE —
Because of the size and weight of the track
mount assembly, two people are required

for installation.

NOTE: The ceiling structure must be capable of
supporting 200 pounds. Additional bracing to the
ceiling structure may need to be provided.

NOTE: The mounting lag bolts must go into a
minimum of 2-1/2" of solid wood.

— NOTICE —
A full-size track mount template is available.

Order PN: 2677-050.

3. Remove the track light assembly from the
packaging and lay it flat with mounting side
down on the floor or sturdy table.

everLight™    11

Section II   Installation

Ceiling Mount Assembly

— IMPORTANT NOTE —
Before any framing is done, always obtain the

doctor's approval.

— NOTICE —
For any questions about an order, please contact
a DentalEZ Equipment customer service repre-

sentative at 1-866-DTE-INFO.

Left-Hand Operation Right-Hand Operation

25-1/2"

6"

25-1/2"

6"

Suggested Ceiling
Mount Location

Tools Required
• Phillips-head Screwdriver • Bubble Level
• Set of  Allen Wrenches • Power Drill & Bits
• Stripping/Crimping tool • Hammer
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Framing & Mounting

1. Adjust the chair back to its full DOWN posi-
tion and the seat to normal operating position.

2. For a suggested ceiling mount location, refer
to the illustration below.

NOTE: Frame locations may be varied to suit
individual preferences. But, be aware of the following
framing considerations.

• Check ceiling structure and assure it will
support a minimum of  200 pounds.

EverLight
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everLight™    17

Typical
Clearance
for X-ray

Arm

1.5"

Typical Clearance

Adjustable 
Height Post

6"

Typical Sprinkler Head

25"

96"

Ceiling Line

8"

Cabinet Mount Assembly

Suggested Cabinet
Mount Location

Tools Required
• Power Drill & Bits
• Slotted Screwdriver
• Phillips-head Screwdriver
• Wire Crimping Tool
• Tape Measure
• Wire Stripper
• Set of  Allen Wrenches
• Magnetic Level

• Lubricant: Silicon/Grease Product

Power Supply Wiring
Make sure the required power supply wiring is
available in the sub-base of the cabinet.

Cabinet Mount Installation
Before proceeding with the cabinet mount assembly
installation, the following important information re-
garding placement MUST be taken into consideration.

It is imperative that the light assembly's upper
primary arm is:

• mounted parallel with the ceiling,

• situated at least 1-1/2" above an X-ray arm's
highest folded position, and

• not in contact with or interferes with any
obstruction in the ceiling, especially sprinkler
heads, smoke alarms, etc.!

The illustration below gives the suggested mounting
location for the DentalEZ cabinet mount assembly
and the HDX Intraoral X-ray.

NOTE: The cabinet assembly will accommodate
either one-light or two-light assemblies.

everLight™    15

Section II   Installation

Wall Mount Assembly

Suggested  Wall
Mount Location

Tools Required

• Power Drill & Bits
• Slotted Screwdriver
• Phillips-head Screwdriver
• Wire Crimping Tool
• Tape Measure
• Wire Stripper
• Set of  Allen Wrenches
• Lubricant: Silicon/Grease Product

Wall Mount Positioning
1. Place the chair back in its full DOWN position

and the seat in the normal operating position.

2. For a suggested wall mount location, refer to
the illustration below and follow this guide:

a. First identify the center point of the long
arm rotation. This point should align with
the chair's center line and off-set 25-1/4"
from the front edge of the chair's base
plate in the direction of the headrest.

b. From this point, swing a 60" radius arc,
representing the long arm rotation, until
an intersection with the wall is found.

Wall Mount Installation
1. After determining the proper position of  the

wall mount, use the wall mount template in
the back of this manual to align mounting
holes on two wall studs.

2. Depending on the size of wall fastener
chosen, drill four mounting holes into the
wall studs. Then drill a 1-1/2" center hole for
the incoming power source.

NOTE: Make sure the required power supply wiring
runs from inside the wall to the proper location.

WALL

WALL

Mounting
Bracket

Right-hand
Operation

Left-hand
Operation

Optional
Right-hand

Position

Optional
Left-hand
Position

R60"

25.25"

Mounting
Bracket

W
A
LL

FLOOR

63"
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®Section II   Installation

Track Mount Assembly

Tools Required
• Phillips-head Screwdriver • Torpedo Level
• Set of  Allen Wrenches • Power Drill
• Stripping/Crimping tool • Drill Bits
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Track Assembly Installation

1. After determining the location of  the track
light (see illustration below), carefully lay out the
mounting hole location. Make sure the hole for
the power cord is above the head of  the chair.

2. Drill four 5/16" mounting holes and a 1-1/2"
power supply hole.

Extended-length
post assembly
required for

ceiling heights:
8' 1" to 10'

End of Track

8' 0" Min.

77"

53"

71"

Floor

Power Connection
This End

Suggested Track Mount Location

Side
Cover

Screw

 4. Using a Phillips-head
screwdriver, remove
and retain the four
screws that hold the
side covers to each
end of  the wood
mounting pallet.

— NOTICE —
Because of  the size and weight of  the
track mount assembly, two people are

required for installation.

NOTE: The ceiling structure must be capable of
supporting 200 pounds. Additional bracing to the
ceiling structure may need to be provided.

NOTE: The mounting lag bolts must go into a
minimum of  2-1/2" of  solid wood.

— NOTICE —
A full-size track mount template is available.

Order PN: 2677-050.

3. Remove the track light assembly from the
packaging and lay it flat with mounting side
down on the floor or sturdy table.
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Lumina®     Light    17

Cabinet Mount Assembly

Section II   Installation

Suggested Cabinet
Mount Location

Tools Required
• Power Drill & Bits
• Slotted Screwdriver
• Phillips-head Screwdriver
• Wire Crimping Tool
• Tape Measure
• Wire Stripper
• Set of  Allen Wrenches
• Magnetic Level

• Lubricant: Silicon/Grease Product

Power Supply Wiring
Make sure the required power supply wiring is avail-
able in the sub-base of the cabinet.

Cabinet Mount Installation
Before proceeding with the cabinet mount assembly
installation, the following important information re-
garding placement MUST be taken into consideration.

It is imperative that the light assembly's upper primary
arm is:

• mounted parallel with the ceiling,

• situated at least 1-1/2" above an X-ray arm's
highest folded position, and

• not in contact with or interferes with any ob-
struction in the ceiling, especially sprinkler
heads, smoke alarms, etc.!

The illustration below gives the suggested mounting
location for the DentalEZ cabinet mount assembly
and the HDX Intraoral X-ray.

NOTE: The cabinet assembly will accommodate either
one-light or two-light assemblies.

Typical
Clearance
for X-ray

Arm

1.5"

Typical Clearance

Adjustable 
Height Post

6"

Typical Sprinkler Head

25"

96"

Ceiling Line

8"
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Lumina®     Light    11

Section II   Installation

Ceiling Mount Assembly

— IMPORTANT NOTE —
Before any framing is done, always obtain the

doctor's approval.

— NOTICE —
For any questions about an order, please con-
tact a DentalEZ Equipment customer service

representative at 1-866-DTE-INFO.

Left-Hand Operation Right-Hand Operation

25-1/2"

6"

25-1/2"

6"

Suggested Ceiling
Mount Location

Tools Required
• Phillips-head Screwdriver • Bubble Level
• Set of  Allen Wrenches • Power Drill & Bits
• Stripping/Crimping tool • Hammer
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Framing & Mounting

1. Adjust the chair back to its full DOWN posi-
tion and the seat to normal operating position.

2. For a suggested ceiling mount location, refer
to the illustration below.

NOTE: Frame locations may be varied to suit
individual preferences. But, be aware of  the
following framing considerations.

• Check ceiling structure and assure it will
support a minimum of  200 pounds.
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Section II   Installation

Wall Mount Assembly

WALL

Wall Mount

WALL

Wall Mount

Right-hand
Operation

Left-hand
Operation

Optional
Right-hand

Position

Optional
Left-hand
Position

R60"

25.25"

W
A

LL

FLOOR

66"

Suggested  Wall
Mount Location

Tools Required

• Power Drill & Bits
• Slotted Screwdriver
• Phillips-head Screwdriver
• Wire Crimping Tool
• Tape Measure
• Wire Stripper
• Set of  Allen Wrenches
• Lubricant: Silicon/Grease Product

Wall Mount Positioning
1. Place the chair back in its full DOWN position

and the seat in the normal operating position.

2. For a suggested wall mount location, refer to
the illustration below and follow this guide:

a. First identify the center point of the long
arm rotation. This point should align with
the chair's centerline and off-set 25-1/4"
from the front edge of  the chair's base plate
in the direction of  the headrest.

b. From this point, swing a 60" radius arc,
representing the long arm rotation, until
an intersection with the wall is found.

Wall Mount Installation
1. After determining the proper position of  the

wall mount, use the wall mount template in
the back of  this manual to align mounting
holes on two wall studs.

2. Depending on the size of  wall fastener
chosen, drill four mounting holes into the wall
studs. Then drill a 1-1/2" center hole for the
incoming power source.

NOTE: Make sure the required power supply wiring
runs from inside the wall to the proper location.
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Section II   Installation

Track Mount Assembly

Tools Required
• Phillips-head Screwdriver • Torpedo Level
• Set of  Allen Wrenches • Power Drill
• Stripping/Crimping tool • Drill Bits
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Track Assembly Installation

1. After determining the location of  the track
light (see illustration below), arrange for the
hole for the power cord to be above the head
of  the chair.

2. Drill four 5/16" mounting holes and a 1-1/2"
power supply hole.

Extended-length
post assembly
required for

ceiling heights:
8' 1" to 10'

End of Track

8' 0" Min.

77"

53"

71"

Floor

Power Connection
This End

Suggested Track Mount Location

Side
Cover

Screw

 4. Using a Phillips-head
screwdriver, remove
and retain the four
screws that hold the
side covers to each
end of  the wood
mounting pallet.

— NOTICE —
Because of  the size and weight of  the
track mount assembly, two people are

required for installation.

NOTE: The ceiling structure must be capable of
supporting 200 pounds. Additional bracing to the
ceiling structure may need to be provided.

NOTE: The mounting lag bolts must go into a
minimum of  2-1/2" of  solid wood.

— NOTICE —
A full-size track mount template is available.

Order PN: 2677-050.

3. Remove the track light assembly from the
packaging and lay it flat with mounting side
down on the floor or sturdy table.

Advantage by DentalEZ™ Light    11

Section II   Installation

Ceiling Mount Assembly

— IMPORTANT NOTE —
Before any framing is done, always obtain the

doctor's approval.

— NOTICE —
For any questions about an order, please con-
tact a DentalEZ Equipment customer service

representative at 1-866-DTE-INFO.

Left-Hand Operation Right-Hand Operation

25-1/2"

6"

25-1/2"

6"

Suggested Ceiling
Mount Location

Tools Required
• Phillips-head Screwdriver • Bubble Level
• Set of  Allen Wrenches • Power Drill & Bits
• Stripping/Crimping tool • Hammer
• Pipe Cutter/Hacksaw • Tape Measure
• Lubricant: Silicon/Grease Product

Framing & Mounting

1. Adjust the chair back to its full DOWN posi-
tion and the seat to normal operating position.

2. For a suggested ceiling mount location, refer
to the illustration below.

NOTE: Frame locations may be varied to suit indi-
vidual preferences. But, be aware of  the following
framing considerations.

• Check ceiling structure and assure it will
support a minimum of  200 pounds.
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Advantage/aXcs

Advantage by DentalEZ™ Light    15

Section II   Installation

Wall Mount Assembly

WALL

Wall Mount

WALL

Wall Mount

Right-hand
Operation

Left-hand
Operation

Optional
Right-hand

Position

Optional
Left-hand
Position

R60"

25.25"

W
A

LL

FLOOR

66"

Suggested  Wall
Mount Location

color matching.

Tools Required

• Power Drill & Bits
• Slotted Screwdriver
• Phillips-head Screwdriver
• Wire Crimping Tool
• Tape Measure
• Wire Stripper
• Set of  Allen Wrenches
• Lubricant: Silicon/Grease Product

Wall Mount Positioning
1. Place the chair back in its full DOWN position

and the seat in the normal operating position.

2. For a suggested wall mount location, refer to

the illustration below and follow this guide:

a. First identify the center point of the long
arm rotation. This point should align with
the chair's centerline and off-set 25-1/4"
from the front edge of  the chair's base plate
in the direction of  the headrest.

b. From this point, swing a 60" radius arc,
representing the long arm rotation, until
an intersection with the wall is found.

Wall Mount Installation
1. After determining the proper position of  the

wall mount, use the wall mount template in
the back of  this manual to align mounting
holes on two wall studs.

2. Depending on the size of  wall fastener
chosen, drill four mounting holes into the wall
studs. Then drill a 1-1/2" center hole for the
incoming power source.

NOTE: Make sure the required power supply wiring
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Cabinet Mount Assembly

Section II   Installation

Suggested Cabinet
Mount Location

Tools Required
• Power Drill & Bits

• Slotted Screwdriver

• Phillips-head Screwdriver

• Wire Crimping Tool

• Tape Measure

• Wire Stripper

• Set of  Allen Wrenches

• Magnetic Level

• Lubricant: Silicon/Grease Product

Power Supply Wiring
Make sure the required power supply wiring is avail-

able in the sub-base of the cabinet.

Cabinet Mount Installation
Before proceeding with the cabinet mount assembly

installation, the following important information re-

garding placement MUST be taken into consideration.

It is imperative that the light assembly's upper primary

arm is:

• mounted parallel with the ceiling,

• situated at least 1-1/2" above an X-ray arm's

highest folded position, and

• not in contact with or interferes with any ob-

struction in the ceiling, especially sprinkler

heads, smoke alarms, etc.!

The illustration below gives the suggested mounting

location for the DentalEZ cabinet mount assembly

and the HDX Intraoral X-ray.

NOTE: The cabinet assembly will accommodate either

one-light or two-light assemblies.

Typical
Clearance
for X-ray

Arm

1.5"

Typical Clearance

Adjustable 
Height Post

6"

Typical Sprinkler Head

25"

96"

Ceiling Line

8"
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End of Track

8' 0" Min.

77"

53" 56"

Floor

Power Connection
This End

Suggested Track Monitor Mount Location
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Eliminating Adjustable Arm Drift

The wall mount's adjustable arm is factory-adjusted
to counter-balance the weight of the light head. If it
becomes necessary to adjust the mechanism because
of  added weight, such as a mirror, perform the
following steps:

Tools Required
• 5/64 Allen wrench
• 9/64 Allen wrench
• Large Flat-head (slotted) Screwdriver

1. Using a 5/64 Allen wrench, loosen the set
screw under the cap at the end of the
adjustable arm nearest the light head.

2. Using a 5/64 Allen wrench, remove the four
Allen-head screws from the underside of the
adjustable arm (two on each end). Then slide
off  the top cover along with the end cap.

3. Insert a 9/64 Allen wrench into the two
small holes in the side of  the adjustable arm
and completely loosen the friction block.

4. Insert a large flat-head screwdriver into the
large slot in the side of  the adjustable arm
and tighten the slotted nut.

5. Adjust the friction block to provide one to
two pounds maximum of break-away force.

6. Replace the adjustable arm cover and secure
using the four 5/64 Allen-head screws
previously removed.

7. Replace the end cap and tighten the set screw
using a 5/64 Allen wrench.

Set
Screw

End  Cap
Adjustable

Arm

Adjustable Arm
Top Cover

5/64 Allen-head Screws (2)

End Cap5/64 Allen-head
Screws (2)

9/64 Allen
Wrench

Two
Small
Holes

Friction Block

Adjustable
Arm

Adjustable Arm
Large
Slot

Slotted
Nut

Large Flat-head
Screwdriver

Section III   Operation
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3 . Insert a 9/64 Allen wrench into the two

small holes in the side of  the adjustable arm

and completely loosen the friction block.

4 . Insert a large flat-head screwdriver into the

large slot in the side of  the adjustable arm

and tighten the slotted nut.

5 . Adjust the friction block to provide one to

two pounds maximum of break-away force.

6 . Replace the flex arm cover and secure using

the 1/16 Allen wrench and the four screws

previously removed.

7 . Replace the end cap and tighten the screws

using the Phillips screw driver.

9/64 Allen
Wrench

Two
Small
Holes

Friction Block

Adjustable
Arm

Adjustable Arm

Large
Slot Slotted

Nut

Large Flat-head
Screwdriver

Eliminating Adjustable Arm Drift

The adjustable arm is factory-adjusted to counter-

balance the weight of the light head. If it becomes

necessary to adjust the mechanism because of added

weight, such as a mirror, perform the following steps:

Tools Required
• 1/16 Allen wrench

• 9/64 Allen wrench

• Phillips Screw Driver (Small)

• Flat Screw Driver (Large)

1. Using a small Phillips screw driver, remove

the two screws that retain the flex arm end

cap which is nearest the light head.

2 . Using a 1/16 Allen wrench, remove the four

screws from the underside of  the flex arm

that hold the cover in place. Then slide the

cover off  the arm.

Phillips-head
Screws (2)

End
Cap

Adjustable
Arm

Adjustable Arm
Top Cover

5/64 Allen-head Screws (4)

Lumina

A
D
J
U
S
T
M
E
N
T
S
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Lumina®     Light    19

Section III   Operation

Infrared Hands-Free On/Off Control

The Lumina Light is equipped with an infrared sensor
that turns the light ON or OFF by recognizing move-
ment immediately under the light head. A control switch
near the end of  the adjustable arm activates or deacti-
vates the sensor.

1. The sensor can be immobilized by moving the
switch to "MANUAL".

2. To switch back to hands-free mode, move the
switch to "SENSOR".

3. Move your hand 2-6 inches under the light head
to turn the light ON.

4. Move your hand 2-6 inches under the light head
again to turn it OFF.

NOTE: Sensor distance is factory pre-set at 2-6
inches. This distance may be adjusted up to 18 inches.
To adjust the distance, place a small flat-head
screwdriver into the sensor adjustment screw hole located
on the front of  the light frame under the light shield.
Slowly and carefully turn the adjustment screw
clockwise to lengthen the sensor distance, or
counterclockwise to shorten the distance.

Light Switch

The light switch toggle is located behind the reflector
head.

Light Switch

LOW

HIGH

OFF
(center)

Adjustable
Arm

1. Briskly flip the toggle UP to change from low
to high intensity.

NOTE: This changes the light to maximum brilliance
(5500k) for color matching.

2. Briskly flip the toggle DOWN to change from
high to low intensity.

NOTE: Moving the tog gle too slowly from one
position to the other will turn the light of f . If  this
happens, move you hand under the light head and it will
come back on.

3. Centering the toggle turns the light off  and
deactivates the infrared sensor. (Recommend
doing this at office closing to minimize
unintentional operation by cleaning staff .)

Infrared
Sensor
Control
Switch

Infrared
Sensor

Sensor Adjustment
Screw Hole Lumina®     Light    19

Section III   Operation

Infrared Hands-Free On/Off Control

The Lumina Light is equipped with an infrared sensor
that turns the light ON or OFF by recognizing move-
ment immediately under the light head. A control switch
near the end of  the adjustable arm activates or deacti-
vates the sensor.

1. The sensor can be immobilized by moving the
switch to "MANUAL".

2. To switch back to hands-free mode, move the
switch to "SENSOR".

3. Move your hand 2-6 inches under the light head
to turn the light ON.

4. Move your hand 2-6 inches under the light head
again to turn it OFF.

NOTE: Sensor distance is factory pre-set at 2-6
inches. This distance may be adjusted up to 18 inches.
To adjust the distance, place a small flat-head
screwdriver into the sensor adjustment screw hole located
on the front of  the light frame under the light shield.
Slowly and carefully turn the adjustment screw
clockwise to lengthen the sensor distance, or
counterclockwise to shorten the distance.

Light Switch

The light switch toggle is located behind the reflector
head.

Light Switch

LOW

HIGH

OFF
(center)

Adjustable
Arm

1. Briskly flip the toggle UP to change from low
to high intensity.

NOTE: This changes the light to maximum brilliance
(5500k) for color matching.

2. Briskly flip the toggle DOWN to change from
high to low intensity.

NOTE: Moving the tog gle too slowly from one
position to the other will turn the light of f . If  this
happens, move you hand under the light head and it will
come back on.

3. Centering the toggle turns the light off  and
deactivates the infrared sensor. (Recommend
doing this at office closing to minimize
unintentional operation by cleaning staff .)

Infrared
Sensor
Control
Switch

Infrared
Sensor

Sensor Adjustment
Screw Hole

Lumina®     Light    19

Section III   Operation

Infrared Hands-Free On/Off Control

The Lumina Light is equipped with an infrared sensor
that turns the light ON or OFF by recognizing move-
ment immediately under the light head. A control switch
near the end of  the adjustable arm activates or deacti-
vates the sensor.

1. The sensor can be immobilized by moving the
switch to "MANUAL".

2. To switch back to hands-free mode, move the
switch to "SENSOR".

3. Move your hand 2-6 inches under the light head
to turn the light ON.

4. Move your hand 2-6 inches under the light head
again to turn it OFF.

NOTE: Sensor distance is factory pre-set at 2-6
inches. This distance may be adjusted up to 18 inches.
To adjust the distance, place a small flat-head
screwdriver into the sensor adjustment screw hole located
on the front of  the light frame under the light shield.
Slowly and carefully turn the adjustment screw
clockwise to lengthen the sensor distance, or
counterclockwise to shorten the distance.

Light Switch

The light switch toggle is located behind the reflector
head.

Light Switch

LOW

HIGH

OFF
(center)

Adjustable
Arm

1. Briskly flip the toggle UP to change from low
to high intensity.

NOTE: This changes the light to maximum brilliance
(5500k) for color matching.

2. Briskly flip the toggle DOWN to change from
high to low intensity.

NOTE: Moving the tog gle too slowly from one
position to the other will turn the light of f . If  this
happens, move you hand under the light head and it will
come back on.

3. Centering the toggle turns the light off  and
deactivates the infrared sensor. (Recommend
doing this at office closing to minimize
unintentional operation by cleaning staff .)

Infrared
Sensor
Control
Switch

Infrared
Sensor

Sensor Adjustment
Screw Hole



Technical Manual

Section III  LightsPage iii-28  

Simplicity

A
D
J
U
S
T
M
E
N
T
S

Eliminating Adjustable Arm Drift

The adjustable arm is factory-adjusted to counter-
balance the weight of the light head. If it becomes
necessary to adjust the mechanism because of added
weight, such as a mirror, perform the following steps:

Tools Required
• Phillips-head screwdriver
• Large flat-head (slotted) screwdriver

1. Using a Phillips-head screwdriver, remove
the Phillips head and screw and end cap from
the underside of  the adjustable flex arm.

2. Pull downward on the adjustable arm cover
to remove.

3. Using a large flat-head screw driver, adjust
the slotted nut as necessary to eliminate
adjustable arm drift.

Slotted
Nut

Adjustable
Arm

Cover
End
Cap

Phillips-
head

Screw
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Advantage by DentalEZ™ Light

18     Installation, Operation and Care Manual

Eliminating Adjustable Arm Drift

The wall mount's adjustable arm is factory-adjusted
to counter-balance the weight of  the light head. If  it
becomes necessary to adjust the mechanism because
of  added weight, such as a mirror, perform the
following steps:

Tools Required
• 5/64 Allen wrench
• 9/64 Allen wrench
• Large Flat-head (slotted) Screwdriver

1. Using a 5/64 Allen wrench, loosen the set
screw under the cap at the end of the
adjustable arm nearest the light head.

2. Using a 5/64 Allen wrench, remove the four
Allen-head screws from the underside of the
adjustable arm (two on each end). Then slide
off  the top cover along with the end cap.

3. Insert a 9/64 Allen wrench into the two small
holes in the side of  the adjustable arm and
completely loosen the friction block.

4. Insert a large flat-head screwdriver into the
large slot in the side of  the adjustable arm and
tighten the slotted nut.

5. Adjust the friction block to provide one to
two pounds maximum of  break-away force.

6. Replace the adjustable arm cover and secure
using the four 5/64 Allen-head screws
previously removed.

7. Replace the end cap and tighten the set screw
using a 5/64 Allen wrench.

Set Screw
End
CapAdjustable

Arm

Adjustable Arm
Top Cover

5/64 Allen-head Screws (2)

End Cap5/64 Allen-head
Screws (2)

9/64 Allen
Wrench

Two
Small
Holes

Friction Block

Adjustable
Arm

Adjustable Arm
Large
Slot

Slotted
Nut

Large Flat-head
Screwdriver

Section III   Operation
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®

Drop Post

Spindle with
Swivel Sleeve

and Swivel Key

Color Match
Wire

Connections

Section II   Installation

11. Connect the terminals from the rigid arm to the
pigtail terminals being careful to match colors.

Stop

12. Insert the spindle with the swivel and swivel
key into the drop post with the key facing
towards the foot of  the chair.

13. Align the three holes of  the swivel sleeve and
the drop post and secure with three screws.

Flex Arm Height Adjustment
1. An adjustment can be made to the flex arm

travel in the event the flex arm contacts the
track or the ceiling.

2. Using a small Phillips screw driver, remove
the two screws that retain the flex arm end
cap, which is nearest the light head and
remove the cap.

3. Using a 1/16 Allen wrench, remove the four
screws  from the underside of  the flex arm
that hold the cover in place.

4. Slide the arm cover off  the arm to expose the
compression spring retaining mechanism.

5. The adjustable stop is located on the spring
rod directly behind the friction block and
between the spring stopper.

6. Loosen the two retaining set screws in the top
of  the block and position the stop to limit the
vertical travel of  the arm to the desired
position. Then tighten the set screws.

7. Slide the arm cover back in position and
attach using four retaining screws.

8. Replace the end cap and using the Phillips
screw driver, tighten the screws.

9. Verify that the power to the main circuit
breaker panel is ON. Then test the light
switch as described in Section III Operation
(Page 19).

14. Check the level of  the post and readjust if
necessary.

Secure with
three screws
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Important Note:  Focal adjustment is set at the factory, therefore adjustment 
should not be necessary.

Turn the light head ON and shine the light from a distance of  32” on a 4” x 6” 
pattern. The beam should fill the whole pattern fully.

If  adjustment should become necessary, use a Phillips-head screwdriver and turn 
the focus adjustment screw located on the rear dome opposite the bulb.

Focus 
Adjustment Screw

Focus 
Adjustment Screw
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Light Pivot Adjustment

How is a light pivot adjustment made?

FAQ #44

Light Pivot Adjustment (Lumina®, Advantage by DentalEZ™ and
Simplicity by DentalEZ™)

To adjust the pivot of  the Lumina or
Advantage light do the following:
Tool required:
• 5/64 Allen Wrench.

1. Squeeze on both sides of the
splash shield on the face of the
light and remove the shield.

2. Locate the two set screw holes
on each side of  the light.

3. Using a 5/64 Allen wrench,
adjust only one side at a time.

To adjust the pivot of  the Simplicity
light do the following:
Tool required:
• 1.5 mm Allen Wrench

1. Locate the two set screws on the
outer yoke of  the light.

2 Using a 1.5 mm Allen wrench
adjust only one side at a time.

set screw Holes

set screw Holes

simplicity

lumina or advantage

lights
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How is sensor adjustment made?
(Lumina  Light)

The Lumina Light sensor is factory pre-set at 2-6 inches. This distance may be
adjusted up to 18 inches.  If  adjustment is necessary, do the following:

1. Locate the sensor adjustment screw hole on the front of the light frame
under the light shield.

2. Using a small flat-head screwdriver, slowly and carefully turn the adjustment
screw clockwise to lengthen the sensor distance (hand can be further from
sensor), or counterclockwise to shorten the sensor distance (hand has to be
closer to sensor.).

NOTE: A small amount of  adjusting does a lot.

®

FAQ #10lights
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Flex Arm Knuckle Adjustment
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How is a light flex arm knuckle adjustment made?

FAQ #47

1. Remove the three (#1) screws and inspect each nylon tip to ensure that it is not deformed such
that the metal tip of the screw contacts the pin. If it appears that the metal tip of any screw has
contacted the pin, inspect that pin of  damage. The pin should be smooth and free of  detents.
Replace pin if  damaged.

2. Ensure that the( #2) screw (not shown) in the opposite end of  the rod is tight against the Ø.187
pin. Add Loctite and tighten if needed.

3. The rod has an oblong hole where the Ø.187 pin goes through. Loosen the #2 and #3 screws
so that the knuckle can be moved back and forth in the oblong hole.

4. Apply Loctite to the (#2) and (#3) screws. Alternately tighten the (#2) and (#3) screws until the
desired knuckle position is achieved. Tighten both screws firmly.

5 Move the arm up and down and note the free play where both pins go through the knuckle.
Apply Loctite to the three (#1) screws and tighten against the pins only until any free play in
both pins is eliminated. CAUTION: DO NOT OVER TIGHTEN SCREWS.

(#1) 8-32 x .3125 nylon Tip Hex
socket set screw (Pn: 1625-090)

(#2) 8-32 x .25 cup Point Hex
socket set screw w/locking

Patch (Pn: 1625-016)

(#3) 6-32 x .25 cone Point Hex
socket set screw (Pn: 1625-089)

NOTE: With optimal adjustment
there will still be noticeable horizontal
movement of the switch housing. On
lights with a 12" drop tube between
the arm and the switch housing, hori-
zontal movement from 1/4" to 3/8" at
the switch housing is normal.

NOTE: The appearance of the arm
channel may be different than shown
depending on the model of light.

.187 Pin (for reference)
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EverLight™ (Post Mount)Section IV   Care

Cleaning & Disinfecting

1. To clean all surfaces, use a typical
ALCOHOL-FREE, commercial cleaner or a
solution of  mild liquid detergent and water.

2. After washing, a disinfectant may be used
following the manufacturer's instructions.

NOTE: Daily cleaning with soap and water or a
neutralizer for iodophors may reduce discoloration.

— CAUTION —
All surface disinfectants cause varying degrees

of  discoloration to light-colored surfaces.

— CAUTION —
Avoid spraying anything directly on the light.

Spray cloth first, then wipe.

3. The following disinfectants are acceptable to
use:
• Caviwipes
• Banicide
• Coecide
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1. Remove the shield by squeezing the sides

towards each other and pulling forward.

Gently pull the old bulb out of the socket.

2 . Remove the new bulb from the box and slit

the plastic envelope, which encloses the bulb,

allowing the contact pins to protrude.

3 . Hold the bulb with the plastic covering it,

and insert the pins into the lamp socket

pushing until it "bottoms out" and the glass

is in close proximity to the socket (about

1/16"). Then remove the plastic covering.

See Caution Note if bulb glass is touched.

4 . Replace the light shield by gently squeezing

the sides of the shield and pushing it into the

housing. When the shield seats properly, a

definite "pop" will be heard.

Shield and Reflector

Section IV   Care

1. To

remove

the shield,

squeeze

the sides

towards

each other

and pull

forward.

2 . Wrap the

bulb in a

tissue and

gently pull

the bulb

out of the

socket.

Cleaning

3 . Use a soft, clean tissue or cloth dampened

with denatured alcohol only and gently

wipe the glass reflector and bulb.

4 . While holding the bulb in a tissue, carefully

replace the bulb in the socket.

5 . Gently wash the plastic light shield using a

mild liquid detergent and water only, then

dry using a soft tissue or soft cloth.

2 . After washing, a disinfectant may be used

following the manufacturer's instructions.

NOTE: Daily cleaning with soap and water or a

neutralizer for iodophors may reduce discoloration.

6 . Replace the light shield by gently squeezing

the sides of the shield and pushing it into the

housing. When the shield seats properly, a

definite "pop" will be heard.

Painted Surfaces
1. To clean the painted surfaces, use a typical

alcohol-free, commercial cleaner or a

solution of  mild liquid detergent and water.

Plastic Light Shield

Bulb

Socket

Bulb Replacement

— CAUTION —
Touching the bulb glass may significantly

shorten the bulb life. Exercise care to avoid

having direct finger contact with the bulb.

If the bulb was touched, wipe it clean with

denatured alcohol before turning on the light.

— WARNING —
Before cleaning/removing the shield or bulb,

turn OFF the light and allow it to cool.

Failure to do so can cause a burning injury.

Also, if  the shield is not re-installed properly,

it may fall off  and cause an injury.

— CAUTION —
All surface disinfectants cause varying degrees

of  discoloration to light-colored surfaces.

— WARNING —
Before removing the shield or bulb, turn OFF

the light and allow it to cool.

Refer to the warning at the top of  this page.
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Advantage by DentalEZ™ Light
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Shield and Reflector

Section IV   Care
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Painted Surfaces
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Plastic
Light
Shield

Bulb Socket

Bulb Replacement
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EverLight
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Section V   User Service Information

No light Master/light switch is in OFF position Turn ON master/light switch.

No power Check circuit breaker.

Power supply failure Replace power supply.

Broken arm wire harness Check arm wire harness for
continuity.

Faulty switch Replace switch.

Low light intensity Intensity set on low Set intensity to high.

Plastic light shield dirty Clean light shield.

Light arm drifts vertically Counterbalance out of adjustment Adjust arm drift. (See Page 21.)

Light arm drifts horizontally Light post not level Level light post.

If the area of concern is not addressed in this
manual, contact your local DentalEZ full-service
dealership. (See Product Support Services, Page 25.)

Please have the following product information
available:
• Model Name
• Model Number
• Serial Number
• Installation Date
• Dealer

— WARNING —
Exercise extreme caution when trouble-

shooting the electrical components of the
everLight. When electrical power is required,

safety precautions must be observed.

Troubleshooting Service Instruction

The chart below should be used when troubleshoot-
ing everLight problems.

If  these suggested troubleshooting procedures do not
resolve the problem, see the service instruction that
follows.

Symptom Possible Cause(s) Solution

— NOTICE —
For convenient referencing, a color-coded wiring

schematic is located at the end of this manual.

NOTE: The model/serial number plate is found in
the following locations:

• Track Mount - On the end cap of the track
assembly.

• Ceiling Mount - On the light/arm assembly.

• Wall Mount - On the side of  the wall mount cover.

• Cabinet Mount -

(See Manual.)
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Lumina
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Lumina™ Light (Post Mount)
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(See Product Support Services, Page 13.)

Please have the following product information available:

• Model Name

• Model Number

• Serial Number

• Installation Date

• Dealer

If the area of

concern is not

addressed in

this manual,

contact your

local DentalEZ

full-service

dealership.

Section V   User Service Information

— WARNING —
Exercise extreme caution when troubleshoot-

ing the electrical components of the Lumina

Light. When electrical power is required,

safety precautions must be observed.

Troubleshooting Service Instruction

The chart below should be used when troubleshoot-

ing Lumina Light problems.

If  these suggested troubleshooting procedures do not

resolve the problem, see the service instruction.

— NOTICE —
For convenient referencing, a color-coded wiring

schematic showing 120V and 240V application is

located at the end of this manual.

Model/Serial
Number Plate

(See Manual.)
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Simplicity
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Simplicity by DentalEZ™ Light

No light Master/light switch is in OFF position Turn ON master/light switch.

No power Check circuit breaker.

Bulb burned out Replace bulb.

Transformer failure Replace transformer.

Broken arm wire harness Check arm wire harness for
continuity, then check voltage
from transformer to bulb.

Faulty switch Replace switch.

Low light intensity Intensity switch on low Set intensity to high.

Plastic light shield dirty Clean light shield.

Light arm drifts horizontally Light post not level Level light post.

If the area of concern is not addressed in this
manual, contact your local DentalEZ full-service
dealership. (See Product Support Services, Page 9.)

Please have the following product information
available:
• Model Name
• Model Number
• Serial Number
• Installation Date
• Dealer

Section V   User Service Information

— WARNING —
Exercise extreme caution when trouble-

shooting the electrical components of the
Simplicity Light. When electrical power is

required, safety precautions must be
observed.

Troubleshooting Service Instruction

The chart below should be used when troubleshoot-
ing Advantage Light problems.

If  these suggested troubleshooting procedures do not
resolve the problem, see the service instruction that
follows.

Symptom Possible Cause(s) Solution

— NOTICE —
For convenient referencing, a color-coded wiring
schematic showing 120V and 240V application is

located at the end of this manual.

Light/Arm
Assembly

Model/Serial
Number

Plate
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Advantage / aXcs

Advantage by DentalEZ™ Light    9
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Section V   User Service Information

— WARNING —
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Troubleshooting Service Instruction
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Symptom Possible Cause(s) Solution

— NOTICE —
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Light/Arm
Assembly

Model/Serial
Number

Plate

(See Manual.)
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(Drop Post for
Ceiling and Track

mount only)

Section VI   Parts List/Diagrams

# emantik/traP #tik/traP
4 tooB&reveLhctiwS 333-2083
5 hctiwSffO/nO 033-2083
6 lortnoCthgiLDELediSthgiR 923-2083
7 lortnoCthgiLDELediStfeL 823-2083
8 laceDlortnoCroloC 733-2083
9 laceDlortnoCytisnetnI 633-2083
01 slaceD/wtiKgnisuoHlortnoCthgiL 833-2083
11 teSrevoCraelCtnorF 133-2083
* tiKelbaCnobbiR 233-2083

** tiKylppuSrewoP 433-2083

# emantik/traP #tik/traP
1 paCdnEmrA 118-1083
2 paCmrAdigiR 418-1083
3 gnihsuBtsoP 848-1083

6

5

7

8

9

1

2

Light Arm

Light Head

4
1

3

10

11

(Wall light arm assembly shown)

12

# emantik/traP #tik/traP
21 tsoPporD )gnilieC&kcarT( 701-6852

Drop Post
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Lumina

Lumina™ Light (Post Mount)     11

Section VI   Parts list/Diagrams

1

9

10
7

3

6

11

4

5

2

8

10

13

3

12

# emantik/traP .ontik/traP
1 bluBthgiL 797-1083
2 paCraeR 508-1083
3 tuNgnikcoL 808-1083
4 rotcelfeR 018-1083
5 teksaG 218-1083
6 rehsaW 318-1083
7 tekcoSpmaL 518-1083
8 dleihStaeHbluB 249-1083
9 dleihS 349-1083
01 eldnaH 449-1083
11 rosneS 949-1083
21 hctiwS 059-1083
31 paC 159-1083

Light Head

P
A
R
T
S

L
I
S
T
S
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Lumina (Unit Mounted)
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Lumina™ Light (Post Mount)Section VI   Parts list/Diagrams

1

4
6

4

5

2

3

# emantik/traP .ontik/traP
1 remrofsnarT 408-1083
2 gnihsuBtsoP 848-1083
3 paCdnEmrAdigiR 549-1083
4 paCdnErevoCmrA 649-1083
5 draoBCP 749-1083
6 hctiwSrosneS 849-1083

Light Arm Assembly
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Lumina
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Lumina®     Light    25

Section VI   Parts List/Diagrams

1

5

2
3

1
42

7

6

# emantik/traP .ontik/traP
1 paCdnErevoCmrA 649-1083
2 paCdnEmrAdigiR 418-1083
3 hctiwSrosneS 849-1083
4 draoBCP 749-1083
5 gnihsuB 848-1083
6 tsoPporD )gnilieC&kcarT( 701-6852

Light Arm Assembly

# emantik/traP .ontik/traP
7 remrofsnarT 408-1083

Transformer

(Cabinet/Wall light arm assembly shown)

(Drop Post for
Ceiling and Track

mount only)
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Lumina
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1

11

7

9

3

5

2

8

4

6

1210 Cables (not shown)

# emaNtiK/traP #tiK/traP

1 sleehWyellorT 342-2083

2 "21,tsoPporD 021-6852

3 "42,tsoPporD 121-6852

4 "63,tsoPporD 221-6852

5 "84,tsoPporD 321-6852

6 tnuoMDCL 516-5263

7 paCmrAdigiR 418-1083

8 '52,noisnetxEoediV-S 210-4662

9 '52,oediV/oiduAdedlihS 318-1083

01 '42,laixaoCdiloSU/95-GR 718-1083

11 '52,elbaCretupmoCAGVS 608-1083

21 '42,TVSepyT-droCrewoP3/81 708-1083

Monitor Mount
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EverLight / Lumina / Advantage / aXcs (Track)
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11

7

9

3

5

2

8

4

6

1210Harness (not shown)

# emaNtiK/traP #tiK/traP

1 V511,tiKesuF 252-2083

2 V022,tiKesuF 352-2083

3 sleehWyellorT 342-2083

4 ekarByellorT 604-8563

5 remrofsnarT 408-1083

6 wercSteS 390-5261

7 potSgnilieC,ralloC 740-3762

8 yeK&eveelS,leviwS 013-1083

9 .tf8,tsoPporD 811-6852

01 tsoPporD.tf8rofssenraH 403-8463

11 .tf01,tsoPporD 911-6852

21 tsoPporD.tf01rofssenraH 503-8463

Track Mount
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EverLight / Lumina / Advantage / aXcs (Ceiling)
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# emaNtiK/traP #tiK/traP

1 V511,tiKesuF 252-2083

2 V022,tiKesuF 352-2083

3 remrofsnarT 408-1083

4 ssenraH 903-8463

1

3

2

4Harness (not shown)

ceiling Mount
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# emaNtiK/traP #tiK/traP

1 rotcelfeR 018-1083

2 bluBthgiL 797-1083

3 sneLtnorF 952-2083

4 eldnaH 718-1083

5 ylbmessAhctiwS 708-1083

6 dleihSbluB 852-2083

Simplicity

P
A
R
T
S

L
I
S
T
S

light Head

1

2

3

4

5

6 Bulb Shield
(not shown)
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Advantage / aXcs
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Advantage by DentalEZ™ Light    21

Section VI   Parts List/Diagrams

1

10

11

9

8

3

3

2

4

5

6
7

12

# emantik/traP #tik/traP
1 gnisuoHhctiwS 618-1083

2 paCraeR 508-1083

3 tuNgnikcoL 808-1083

4 teksaG 218-1083

5 rotcelfeR 018-1083

6 tekcoS 518-1083

7 bluBthgiL 797-1083

8 ylbmessAdleihS 908-1083

9 teksaG 318-1083

01 eldnaH 718-1083

11 paC 608-1083

21 ylbmessAhctiwS 708-1083

Light Head
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Advantage by DentalEZ™ Light
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Section VI   Parts List/Diagrams

5

1

1
2

3# emantik/traP #tik/traP
1 paCdnEmrA 118-1083

2 paCmrAdigiR 418-1083

3 gnihsuBtsoP 848-1083

# emantik/traP #tik/traP
5 remrofsnarT 408-1083

Transformer

Light Arm

4

(Wall light arm assembly shown)

(Drop Post for
Ceiling and Track

mount only)

# emantik/traP .ontik/traP
4 tsoPporD )gnilieC&kcarT( 701-6852

Drop Post

Advantage / aXcs

P
A
R
T
S

L
I
S
T
S
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EverLight
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everLight™
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Wiring Schematic

Power Supply

INPUT
100-240 VAC, 50.60 HZ

OUTPUT
12 VDC, 40 W

White (Neutral)

Green (Ground)

Black (Line)
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Lumina
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Lumina®     Light    27

Wiring Schematic
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Simplicity
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Simplicity by DentalEZ™ LightWiring Schematic
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