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IMPORTANT
REPORT ANY DAMAGE NOW!

INSPECT THE SHIPPING CARTON FOR ANY APPARENT
DAMAGE. IF ANY DAMAGE IS PRESENT, NOTE THE
DAMAGES ON THE FREIGHT BILL. ]

IF ANY DAMAGE IS PRESENT ON THE SHIPPING
CARTON, IMMEDIATELY REMOVE THE UNIT FROM THE
CARTON. INSPECT THE UNIT FOR ANY CONCEALED
DAMAGE. REPORT ANY CONCEALED DAMAGE TO
THE FREIGHT CARRIER IMMEDIATELY. DO NOT
REMOVE THE UNIT FROM THE RECIEVING AREA.

LEAVE THE SHIPPING CARTON INTACT. DO NOT
UNDER ANY CIRCUMSTANCES, DISCARD ANY OF
THE PACKAGING, UNTIL THE F FFIEIGHT CARRIER HAS
MADE AN INSPECTION.

FOLLOWING THESE PROCEDURES WILL INSURE A
SPEEDY REPAIR OR REPLACEMENT OF YOUR UNIT,
IN THE EVENT OF ANY FREIGHT DAMAGE.

4°HAUSTED
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. I HAUSTED®

UNPACKING INSTRUCTIONS

YOUR APC SERIES CHAIR HAS BEEN CARFULLY PACKAGED
AT THE FACTORY TO INSURE SAFE SHIPMENT TO YOUR
MEDICAL FACILITY. THERE ARE SEVERAL PROCEDURES THAT
YOU MUST FOLLOW TO PUT THE APC SERIES CHAIR IN
SERVICE. THESE PROCEDURES ONLY TAKE A FEW MIMUTES
TO COMPLETE AND ARE NECESSARY TO INSURE PROPER
OPERATION OF YOUR NEW CHAIR.

STEP 1-CUT THE 2 METAL BANDS FROM AROUND THE
SHIPPING CARTON

STEP 2—-REMOVE THE TOP HALF OF THE SHIPPING
CARTON AND CUT OUT 1 SIDE OF THE BOTTOM
HALF.

STEP 3~REMOVE THE APC SERIES CHAIR FROM THE CARTON

STEP 4—GO TO THE OPERATING INSTRUCTIONS IN THIS
MANUAL AND CHECK THE OPERATION OF ALL THE
FEATURES OF THE UNIT. IF ALL THE FEATURES ARE
OPERATIONAL GO TO STEP 5. IF ANY PART OF THE
CHAIR DOESN'T WORK CALL HAUSTED FOR SERVICE AT:
1-800—-428-7833 OR (IN OHIO)216—-723—-3271

STEP 5-CLEAN THE UNIT USING A MILD DETERGENT TO REMOVE
ANY DIRT ACCUMULATED DURING SHIPMENT AND
PLACE THE UNIT IN SERVICE
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LI’ HAUSTED® i%°
OPERATION INSTRUCTIONS

AS A VALUED CUSTOMER AND USER OF HAUSTED'S UNIOUE AP.C. - ALL PURPOSE CHAR, THIS OPERATION
INSTRUCTION IS TO INSURE PROPER USE IS UNDERSTOOD AND FOLLOWED TO OBTAIN MAXIMUM SAFETY AND
FUNCTION OF YOUR HAUSTED APC. CHAR

HAUSTED'S AP.C. CHAR HAS A "WARNING® LABEL. LOCATED AT THE HEAD AND FOOT ENDS OF THE CHAR'S
FRAME STATING: DO NOT SIT ON = TPPING MAY OCCUR,

PATENT ENTRY, EGRESS AND TRANSFER FROM THE AP.C. CHAR SHOULD ALWAYS BE FROM THE CENTE SDE
RAL L OCATIONS: BY LOWERING OF THE SIDE RALLS AS SHOWN ON DIAGRAMS A AND B. AT NO TME SHOULD
PATENTS BE PERMITTED TO ENTER OR EXIT FROM ENDS OF THE AP.C. AS SHOWN ON DIAGRAMS §:2 AND 3
EXCEPT N A RAL CHAR POSITION.

NOTE: WHEN NOT N USE, DO NOT LEAVE THE APC. CHAR N A RULL RECLINE POSITION.
NOTE: PATENT SHOULD BE SECURED WITH RESTRANT STRAPS WHEN LEFT UN-ATTENDED N RULL RECLINE POSITION.

THESE OPERATING NSTRUCTIONS ARE TO INSURE PATEENT SAFTY AND PERMITS YOU TO USE YOUR HAUSTED
APC. CHARS TO TREAT, TRANPOAT AND TRANSFER YOUR PATENTS WITH UNEQUALED VERSATLITY AND SAFETY.

F YOU HAVE ANY QUESTIONS, PLEASE CONTACT THE "HAUSTED CUSTOMER SERVICE DEPARTMENT' AT:
1+-800-428-7833 OR 216-723-3271 N OHIO
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Y HAUSTED ° 1po°
OPERATING INSTRUCTIONS

SPECIFICATIONS

HYDRAULIC HEIGHT ADJUBTMENT

PNEUMATIC BACKREST ADJUSTMENT
INCLUDING 10 TRENDELENBURG

4 WHEEL LOCK CABTER BRAKING
BYBTEM WITH STEERING LOCK

OVERALL. DIMENBIONS OF PATIENT 8URFACE

CHAIR POSITION 8TRETCHER POBITION
WIDTH | 2r

an
LENGTH 29 1f2' 75°
100 / 200 . 800 / 400
HEIQHT HEIGHT
CHAIR STRETCHER CHAIR BTRETCHER
| MIN - E5 M - 534/ ] MIN. - 6814 | MIN.- 23 9/4" |
NAX. - 82 /2" MAX - 30 MAX. - 63 374' | MAX, - i j&
8EE PAGE No 7 FOR RAIL

OPERATING INSTRUCTIONS

WARNING:

WHEN THE UNIT (8 IN THE
8TRETCHER POBITION, DO
NOT 8IT ON THE HEAD OR

FOOT END OF THE PATIENT
SURFACE.

TIPPING M?Y QCCUR

THE CPR. { SURGICAL SUPPORT
LEGS S8HOULD BE USED AT ANY

TIME WHEN ANY PRESSURE 18 BEING
PLACED ON THE HEAD END OF THE
UNIT WHILE IT 18 IN THE 8TRETCHER
POSITION. - 8EE PAGE No, 26 FOR THE
CPR. / BURGICAL BUPPORT LEG

INSTALLATION INSTRUCTIONS,
¢ ORDER PART NUMBER APCO025 »

DEPRESS FOR
BRAKE

WARNING:

TIPPING MAY OCCUR IF
FOOTREST |8 8TOOD
ON OR UBED A8 A STEP
8TOOL.

= FOR THE APC 300 / 400 ONLY
- BEE PAGE No. 12 FOR 8CALE
\ OFERATING INSTRUCTIONS

QRAEP *RECLINE' TO FOBITION
UNIT ANYWHERE FROM THE
CHAIR POBITION TO THE
8TRETCHER POSITION.

TO POSITION THE UNIT
iN OR OUT OF THE
TRENDELENRURG
POSITION FROM THE:
CHAIR POBITION, GhASP
"TRENDELENBURG',

WHEN THE UNIT 18 IN
THE 8TRETCHER
POBITION, GRASP
'RECLINE* TO RAIGE
THE BACKREST
BLIGHTLY, THEN UBE
"TRENDELENBURG'.

DEPRESS FOR

EAING LOCK

A<
Il

PUMP TO ELEVATE

DEPRESS AND HOLD
TO LOWER UNIT

FOR APC 200 / 400 ONLY:
GRABP THE HANDLE, PULL OUT AND
ROTATE CLOCKWISE TO RELEASE THE
FOOT SECTION. POBITION THE FOOT
BECTION DESIRED LOCATION AND
RELEASE THE HANDLE.
TO RE-ENGAGE: POBITION THE FOOT
8ECTION IN THE PROPER RELATIONSHIP
- TO- THE BACK BECTION. ROTATE THE
HANDLE COUNTER - CLOCKWISE AND
PUBH IN, MAKE BURE THE FOOT SECTION
18 LOCKED iN PLACE BY TRYING TO
RAISE OR LOWER THE BACK BECTION




R

3/8 - 16 1 1 HEX HEAD CAP SCAEW

’
|

,umﬁmalaaaemla

10 - 24 £ 1 TRUSS HEAD MACHRE SCREW
V4 SAE WASHER ;
SEAT CUSION SUPPORT PLATE

BACK AND SEAT CUSION

3/6 SAE WASHER

SEAT PAN SPACER

X0 - 24 214 TAUSS HEAD MACHRNE SCREW
STATIOHARY TRIOGET PLATE RICHT
STATIONARY TRIGGER PLATE LiaeT

378 31 CLEVS PR i
FOOT REST ASSY
3/8 PAL NUT j
/8 11716 CLEVIS PN

S5H6 ~ 8 LOCK NUT

34 oD x 305 1D, NYLON WASHER

38 DA, x 100 LA, SHOULDER BOLT
CONNECTING |LINK ASSEMBLY
sns-mzsmmmwmmsm
LEG FRAME ASSY

APC M-100/200 BACK SECTION ASSY
APC M- 10/200 BASE AND SEAT ASSY
PART NO.IDESCRIPTON
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STEP 1- GRASP RAL. AND SQUEEZE TRIGGER
AT HEAD END SIDE OF RAIL

STEP 2 ~ PULL. RAIL OUT FROM UNDER SEAT
SECTION AND RELEASE TRIGGER

STEP 3 - SWING THE UP UNTIL IT LOCKS IN
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100 FINAL. ASSEMBLY No2

PLACE

RELEASED , UNTE. IT LOCKS INTO FLACE

TO |.OWER RALL, FOLLOW STEP 1, THEN
SWING RAILL DOWN WITH TRIGGER
UNDER THE SEAT SECTION.
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LEQ BECTION COVER
CONTROL ASSEMELY

LEC EXTENTION TLEE PN
0041 5 COTTER PR

516 2 1LINC PN

#10 - 24 LOCK NOT

#10 - 247 5/8 ALAT PHALLIPS SOCKET HEAD
APC CHAF LARER,

CHAR FOGE MOLDING 275 LONG,
HEAD AND FOOT WARNING LAREL

M1 AR COVER FOR DENTFCATION TAG
SEFIAL DENTIRCATION TAG

LEQ STOP U

FOCT SECTION VT, GOVER

FOOT REST WARNNG LABE_

MAT FOR FOOT FEST

FOCTFEST SIEHON

LEG CUgHoN

FETARING ANG

GAS SPRING HINGE PH

LEG PAD SUPPORT PLATE

1 - 24 x 1 THES HEAD MACHRE

IR
gﬁ
SE
5

BACYK, AND SEAT CRUISSON

:
:

SEAY PAN SPACER
X - 24 11 VA TRUSS HEAD MACHING SCREW
STATICNARY TRIGGER PLATE AGHT

STATIONARY THIGOER PLATE LEFT
28 x 1 CLEMS PN

FOOT AEST ASTY

378 PAL NT

B 1716 CLEVS PN

S/ - 18 LOCK NUT

34 OD. x 295 LD. NYLON WASHER

3/8 DIA. x 100 LG SHOULDER BOLT
CPERATING LAEEL,

S8 —24 x N6 PHLLIPS OVAL, HEAD 8GR
LEG FRAME ASTSY

APC M-10/200 BACK, SECTION ASSY
APC M-T00/200 BASEE AND 8EAT ASEY
.|IDESCRIPTION
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200 FINAL ASSEMBLY No.2
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INSTRUCTIONS TO ADJUST
THE COLUMN ASSEMBLY

STER 1~ PUMP UNIT UP TO IT'S MAXIMUM
HEIGHT.

coum STEP 2 - RAISE THE BELLOWS TO CLEAR
THE TOP OF THE OUTSIDE COLUMN.
N STEP 3 -~ LOOSEN THE SMALL SET SCREWS
coctam ON THE SDE OF THE COLUMN NUT.
STEP 4 - ADJUST THE COLUMN SCREWS
IN OR OUT UNTL THE UNIT GOES
acrEw DOWN UNDER TS OWN WEIGHT.
( THE COLUMN IS TO BE AS TIGHT
R AS POSSIBLE BUT STILL ALLOW
THE UNIT TO GO DOWN ) -
STEP & - RE-TIGHTEN THE SET SCREWS.
STEP 6 - REPLACE THE BELLOWS TO TS
ORIGINAL. POSITION.

3L HAUSTED ° 1¢°

100 / 200 BASE AND
SEAT SECTION ASSEMBLY

:

31~ 1 LOCK NUT

25~ 20 LOCK NUT
5~zoxmmnmm.soccsrsm
31 WASHER

SEAT SECTION

EELLOWS ASgY

BATE COVER

BASE ASSEMALY

0.{DESCRIPTION

NOTE: USES THS PR
AFTER 2/8/0

L2 | osso ]

e

e

£ O PO B PN 2P Y 'S

>
b
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ADJUSTING PNEUMATIC SPRING
-BEFORE INSTALL ATION
mm SHAFT, ON ITEM . IN OR OUT

#OHAUSTEDO mof UNTL. 1/4 OF PLAY IS IN THE HANDL 5, oS 1 AND 6
100 / 200 BACK SECTION ASSEMBLY

e 3 X HAUSTED®

ASSEMBLY INSTRUCTIONS PNEUMATIC SPRING ASSEMBLY
~TOOLS NEEDED: o NoSE
5/32 ALLEN WRENCH, 5/1:%%01(‘:‘1‘ OR WRENCH, 1/2 WRENCH,

\74 O8O mm—mna.eam—m 2

SMALL SCREWDRIVER, AND A 1/8 PUNCH. e w e 2
STE’?—ASSBH_EREMSlz.S.AhDQNSTALLSPFmGHN,ﬂBAS, : :: mﬂ;l;:;wm :
THRU ITEMS 1 AND 4, o2 SPHNG — —
mz-mnmss.aa,mznouormumm 2 e mmmmmmmmmmm 1
sm&mxé’mﬁsmgismmmmonms USING THE > o |PEATC SN Ay !
[ OBIBE nammma1mm 1

PARTS IN STEP 2, NSERT THE END OF TBM 6 B | 068 ) ACTATOR PR 1
WHBJQNFO!TEM4.TI-ENOTCHNH'EM6ISTOBE 7 | oswors TRENCELFNBUNG TRIGGER PLATE ASSY 1
FACING DOWN. INSTALL SPAING PIN, ITEM 5 THR (TEMS 4 s [ osre maam:nem-m i
STE=4~NSTALLTTB&S10.TLAND12NFOH'EM9.BESUHE11-ENUF — e coweon__ al
ON ITEM 11 IS NOT BOTTOMED OUT ON THE e s z
MAWY.WHGSQ,ELTLANDEWBE T ey mmimi_m ;

TIGHT TOCETHER | OI073 | TRENCE, ESNBLRG HANDLE AGE

5 | ooom 1Mo 10 - 24 x 275 90C, HD, GAP SCH L ITEM {PART NO oY,

24 | osoo Immmmuma_r

.23 | oo 1Mo 10 - 24 x 378 BOCKET H, CAP B
JE0e2 | THENDEL ENEURG STOP PLATE

BWOS? | 5/8 Lock mT

g

LIDESCRIPTION
S'm?s—wsm_x_nmsnm,m:soumnnomqnmw
ITEM 14 SHOULD GO OVER THE SHAFT ON [T 10,
STEP 6- SLIDE ITEM 7 OVER THE THREADS ON [TEM 14, NSTALL

SPRING PIN, ITEM 5, THRU ITEMS 7 AND 6.
m7—mmm1s.somnmmmmonm

No. 10 ~ 24 x /8 SELF TAPPIG SCR
08072 | PHEAATIC SPRING 1D ABSEMEL ¥
!_omem BACK SECTION ASEEISY Y

[RART NCIDFSCRIPTGN

7 AND 14. SEE VIEW A-A ABOVE

Al Aol [ X7 BT E2 POY NG Y

0
A
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1L I HAUSTED® i°
PATIENT WEIGHING SYSTEM

WEIGHING

STEP 1 - PRESS - THE DISPLAY WILL READ
et
STEP 2 - PLACE THE PATIENT IN THE UNIT.

STEP 3 - AFTER THE PATIENT IS IN A RELAXED
POSITION AND THE UNIT IS STILL, PRESS
AND THE PATIENTS WEIGHT WILL
. BEDISPLAYED IN Ibs. AND/OR kg. PRESS
TO CHANGE THE DISPLAY FROM
lbs. TO kg. OR kg. TO Ibs.

EQUIPMENT CHANGES

STEP 1 - PRESS [~ B, WHEN THE DISPLAY READS
EQUIPMENT MAY BE ADDED OR
REMOVED.

STEP 1 - PRESS [, THE WEIGHT DISPLAYED
WILL IGNORE ANY EQUIPMENT CHANGES.

Page 12




I "HAUSTED ° ip¢°

INSTRUCTIONS TO REPLACE
THE SCALE BATTERY

TO INSURE PROPER OPERATION OF THE SCALE THE
9 VOLT BATTERY SHOULD BE REPLACED AT LEAST
EVERY 6 MONTHS. ORDER HAUSTED PN. 061809-20.

STEP 1 - PULL THE SCALE READ-OUT ASSEMBLY
FROM THE BACK COVER, EXTENDING IT TO ITS
FULL LENGTH.

STEP 2 - REMOVE THE BATTERY INSERT FROM THE
HOLDER,

STEP 3 ~ REPLACE THE BATTERY.

STEP 4 - PUSH THE BATTERY INSERT BACK INTO

THE HOLDER, MAKING SURE THE INSERT LOCKS
INTO THE HOLDER PROPERLY.

foe
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3£ HAUSTED® s°
300 FINAL ASSEMBLY No.1

SELF ADHESVE CABLE TE PLATFORM

CABETE

3/8 = 16 JAM NUT

378 — 16 x 1 HEX HEAD CAP SCREW

APC CHAR LAEES.

HALETED PRODUCT LABEL.

CHAR EDGE MOLDING ~ TGS’ LONG

HEAD AND FOOT WARNING LABEL

| MYAR COVER FOR DENTIFCATION TAG

SEHAL DENTRICATION TAG

B 3 [X% 0 o £ YY) B PN

FOOT SECTION VINTL, COVER

FOOT FEST WARNING LABES.

A R

MAT FOR FOOT FEST

| RETANNG ANG

GAS SPRING HINGE PN

LEG PAD SUPPORT PLATE

1 - 24 x 1 TAUSS HEAD MACHINE SCHEW

V4 SAE WASHER
| SEAT CUSION SUPPOAT PLATE

BACK AND SEAT CUSION

3% SAE WASHER

SEAT PAN SPACER

10 - 24 x 114 TRUSS HEAD MACHINE SCREW

STATIONARY TRGGER PLATE FIGHT

STATONARY TRGGER PLATE LEFT

3/8 x1CLFVS PN

/8 PAL NUT

3/8 x 17/%6 CLEWIS PW

S5 - B LOCK BT,

T

[3/4 O, x 305 1D, NILON WASHER

3/8 DIA. 2 100 LA SHOW. DER BOLT

CONNECTING LINKG ASSEMEY

5% - 24 x 1516 PHLLIPS OVAL. HEAD SCH.

Aol oo (Lo et sl s oo e e

B

T
%
b
=
o

LEG FRAME ASTY

APC M-00/400 BACK SECTION ASSY

APC M-300/400 BASE AND SEAT ASTTY

|| aisialalrie|aiin]=|=inin]lajs]|<|p|mis]|]|s]|afa ][]

DESCRIPTION

[}
=
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300 FINAL ASSEMBLY No.2
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4£ HAUSTED® 4p°
400 FINAL ASSEMBLY No1
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TI HAUSTED® I°

300 / 400 BASE AND
SEAT SECTION ASSEMBLY

.......

;
IFiRA

NUT

oSos7 (3-8
~20z

001007 | BASE ABEEMBLY

[0 | oomez [saaa wasER

2 0BT | BASE COVER

ITEM |IPART NO.IDESCRIPTICN

] oeso |
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ADJUSTING PNEUMATIC SPRING

® . e —BEFORE INSTALLATION
# HAUSTED™ STEP - ROTATE THE PNEUMATIC SPRING SHAFT, ON ITEM 10, IN OR OUT

UNTL. 174 OF PLAY IS N THE HANDLES, ITEMS 1 AND 6.
300 / 400 BACK SECTION ASSEMBLY

i

LEGS OF [TEM 15
HOOK OVER SIDES
OF ITEMS 7 AND 14. ® ® ®
v HAUSTED® I°
ASSEMBLY INSTRUCTIONS PNEUMATIC SPING ASSEMBLY
-TOOLS NEEDED:
SMALL HAMMER, SMALL PARR OF NEEDLE NOSE PLEERS,
5/32 ALLEN WRENCH, 5/16 SOCKET OR WRENCH, 1/2 WRENCH, A T ror 2
% SMALL. SCREWDRIVER, AND A 1/8 PUNCH. oo TR R R A G 2
u osR? | TRENDELENELIRG STOP BLOCK 1
mkmmt4gs.m4.mmmmms. M 1 osoe: LENR !
STEP 2- ASSEMBLE ITEMS 6, 2, 3, AND 7. DO NOT INSTALL SPRING PIN, o e e e e TooT IS WA |
TEM §, THRU ITEM 7. ¥ | 062657 | PNSUMATIC SPRING ASSTY 1
(& [ oiow [Now-24: 350G HD CAP SCA 1| STEP 3- MAKE SURE [TEM 8 IS INSTALL ED INTO ITEM 9. USING THE o T oopm [ PAELAMATIC SHPNG TOGE CHALEER 7
2 o mfﬂﬁm" : Pmmaﬁmmwzmwmwme 8 | 06l | ACTUATOR PN 1
— THRL [TEM 9 INTO ITEM 4. THE NOTCH N [TEM 6 IS TO BE 7 | ofE7s | TRENDELENBURG TRIGGER PLATE ASSY 1
x OSZTE | Na 8 — 32 3 3/4 PHLLEPS OVAL HD. SCHEW 4 FACNGDOWN.NSTALLSPF!I'IGPN,H‘EHSHHW‘BES4 ) 06X76 | TRENDELENSNG HANDLE A33Y ~ LEFT 1
e Wx?ﬂ%w!.;ﬂtm z AND 6. S | com  nS:2sNMGT 3
w 5 | oote68 | FEAD OUT UOUNTNG TUGE 1] STEP 4~ INSTALL ITEMS 10, 1L AND 12 INTO [TEM 9. BE SURE THE NUT A L o '2
28 1 030m6 | No. 1 SHAKEPROGE WASHER 4 ON [TEM 11 IS NOT BOTTOMED OUT ON THE THREADS oG | THOMPOON FLANGE NTLRER 3
77 | 0876 |No 10 - 24 Y2 NILON TP SET SCAEW 2 BEFORE ASSEMELY. ITEMS 9, 10, 11, AND 12 SHOULD BE T 06075 | TRENDELENGURG HANDLE ASSY - FIGHT 3
,_.é_frm 0,10 -~ 24 x W8 TRSH HD MACHRE SCREW | 4 TIGHT TOGETHER. TTEM |PART NO.|DESCRIPHON — aTy.
e oomes A OUTETI AT AGSY 5 % TEM 4 SHOULD GO OVER T SHART O \ e 0 ™
= ON .
B e e T+ STEP 6~ SUDE [TEM 7 OVER THE THREADS ON [TEM #4. INSTALL
21 | o057 | 5he LOCK MUY 3 SPRING PN, [TEM 5, THRU ITEMS 7 AND €.
20| 0SI37  [Ho. M - 24 % 3/8 S F TAPPRIG BCR, 3] STEP 7- SET SPRING, ITEM 15, SO THAT THE LEGS CATCH ON ITEMS
B | 06172 | PNELMATIC SPFING SUB-ASEEWEL Y 1 7 AND 14. SEE VEW A-A ABOVE.
® | Omon _|BACK SECTION ASBEMELY 1
1TEM |PART NO. Q§S£‘I\'!F'ED_N QTY.
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USE A DPOP OF toh
B 2562 ONITEML 29 TE

(&)

NOTE: ITEM 19 MOUNTS
TO TOPMOLE iN ITEM
5

(M)

NMOTE: (TEM 1T MOUNTS TO
FDOT FRAME BRXT
mar sHown

SPERY ROD WITR LIGHT CORTING. OF
SILICONE. SPRIY LLBRICANT

NEVEL-SEE2. WHEN ASHEMELET)

3 HAUSTED®
200 / 400 INDEPENDENT LEG
SECTION ASSEMBLY

Q3057

SAL"- 18 HER LOCKNUT

CL B0

LYol 325

| SAc-1B <% WEX RO TRP BOLT

PUUINGER TLBE RISY RIGCHT

Ol i 324

WA INTERNAL RETRIN K. RING-

Ul 323

SPRING

Lol S22

FLUNGER. | TP L

Olai SZH

FLUNEER, ROD RSSY -

Qb!iZ0

e — b——
PLLINGER TURE RFSY LEMWE

O3 QL

Ol 301

Ta-20 n a- RRUFLED £IP FOMT
(el EXTENSIIN TORE

OloZleRl

CLOITS, |

FETANG UM SIUS 15

 TTECALDK, - L ARNICAL, LOLK.

QEIDLS

% SRE FLAT LSSHER

Obi3l0)

FRC (5 CONTRLY., CHBLE

Qb3

TN PLUNGER. CRBLE

Qli3Z

EFY | FLUNGER_CRBLE

QG087

TABLE TIE

[s= TN

7 " SFRING AN

0OL1333
il

Su

RETAINING DG 505 27

[s AT

RETRINING Rl S)0S -5

CLiAY | CARE PULL ADY

Chia 1 Shls

Ot 343

Sicia

-9

[a 21

[El-nu{a uit-latOEiSF!ﬁ’E'u"F :amgmmamlggggglglww

31_-u-h‘l-Nh’ll'l"—-'hN—N—-'-'-N—Dl-;:\'“-hl&NN-N'ik
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‘ 1Y’ HavusTED® W0
CASTER BRAKING SYSTEM

174 - 20 = 3/8 BET SCREW

6/ FREE THREAD HEX NUT

BRAKE PEDAL OOYEH - BLACK

8/18 FLAT WABHER

5/18 - M LOCK NUT

BRAKE PEDAL. COVER ~ RED

IEEBOLT
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1’ HAUSTED® in°
PUMP AND COLUMN ASSEMBLY

AFTER ASSEMBLY, ITEM 6 I3

TO BE CENTERED WITHIN ITEM

3, TIGHTEN ITEM 5 DOWN UNTIL.
ITEM 6 I8 HELD FIRMLY IN PLACE.
INSTAL ITEM 7, BUT DO NOT
TIGHTEN DOWN.

NOTE:
APPLY No 2 MOLY GREASE TO
ITEM 4 BEFORE ASSEMBLY.

ITEM No'8 ARE LISTED IN ORDER
OF ASSEMBLY.

5/48 - B LOCK NUT

5/%8 FLAT WABHER

10 - 24 x 1/4 CUP PONT BET OCREW
RADE COLUMN ABBEMBLY

COLUMN GLIDE 9CREW

COLUMN GLIDE: ABSEMBLY

BOLARE OUTBIDE COLUMN ABSEVELY
MEDIJACK

HVDAAULIC JACK BUPPORT HANGER
M{PART NO.JDESCRIPTION

LR




Tor Asssuaw\
¢ | |

TOP ASSEMBLY
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STEP 5

3£ HAUSTED® w°
INSTRUCTIONS TO REMOVE PUMP ASSEMBLY

STEP 1 LOWER UNIT TO LOWEST POSITION AND REMOVE THE SEAT
SECTION CUSHON®)

STEP 2 USING A 172" SOCKET REMOVE THE 4 5/16" NUTS ©)FROM THE
4 HOLES IN THE SUPPORT PAN©®)

STEP 3 ELEVATE THE UNIT' 3 OR 4 PUMP STROKES TO EXPOSE THE
PUMP SHAFT MOUNTING AND REMOVE THE NUT AND BOLT@

STEP 4 REMOVE THE TOP ASSEMBLY AND PLACE ASIDE
STEP 5 REMOVE PUMP PEDALSEFROM THE PUMP )

STEP 6 REMOVE THE 4 5/16" NUTS (G)FROM THE HYDRAULIC JACK
SUPPORT BRACKETS ()

STEP 7 REMOVE PUMP ASSEMBLY-®EFROM COLUMNG)
REVERSE ORDER TO REINSTALL PUMP ASSEMBLY(F)
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T I HAUSTED® Inc°

INSTRUCTIONS TO LUBRICATE PUMP ASSEMBLY
STEP 1. REMOVE PUMP ASSEMBLY FROM UNIT ( SEE PAGE 24).
STEP 2. PLACE PUMP UNIT IN A VICE UPSIDE DOWN.
STEP 3. REMOVE THE 4 SOCKET HEAD SCREWS(R)AND THE PUMP BASE COVER®.
STEP 4. LUBRICATE ALL THE MOVING PARTS WITHIN THE PUMP BASE COVER(C).
STEP 5. REPLACE THE PUMP BASE COVER(B)AND THE 4 SOCKET HEAD SCREWSQ),
STEP 6. TURN PUMP ASSEMBLY OVER IN THE VICE.

STEP 7. USING A LONG HANDLED PUNCH, PUMP UNIT UNTILL SHAFT REACHES MAX,
HEIGHT. CONTINUE PUMPING FOR APROX. 30 SECONDS TO REMOVE ANY AR
IN THE SYSTEM.

STEP 8. REINSTALL PUMP IN UNIT.

T

r——

&y

e

E&W Bt,y-w.-s

s

R

Page 25




3929 & il m.
e ] ¢ 3t 2 :
| ¥e mw m%mmw M»me wm
I 2 Mmmm W e
=imm Sl =
cH- g

CPR./SURGICAL SUPPORT LEG (PN, APC 025)
INSTALLATION INSTRUCTIONS




11 HAUSTED ° i°
TROUBLE SHOOTING GUIDE

PROBLEM: UNIT DOESN'T LOWER WHEN PEDAL IS DEPRESSED
CAUSE: COLUMN IS ADJUSTED TO TIGHT
CURE: ADJUST COLUMN - SEE PAGE 10

PROBLEM: UNIT IS UNSTABLE AT MAXIMUM HEIGHT
CAUSE: COLUMN IS ADJUSTED TO LOOSE

CURE: ADJUST COLUMN - SEE PAGE 10
PROBLEM: BACKREST RAISES BY [TSELF WHEN UNIT ISIN THE
STRETCHER POSITION
CAUSE: PNEUMAS;IC SPRING IS OVER AD-JUSTED AND/OR
CURE: ADJUST OR REPLACE PNEUMATIC SPRING
SEE PAGE 1 OR 19

PROBLEM: FOOT SECTION DOESNT MOVE OR RE-ENGAGE

CAUSE: CABLES AND/OR STOP NUTS ARE NOT PROPERLY
ADJUSTED

CURE: ADJUST CABLES AND/OR STOP NUTS

PROBLEM: SCALE READ - OUT DISPLAYS *LO’
CAUSE: SCALE BATTERY IS LOW
CURE: REPLACE THE BATTERY

HAUSTED
927 LAKE ROAD
P.O. BOX 710
MEDINA, OHIO 44258
IN OHIO (216) 723-3271 1-800-428-7833
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RECOMMENDED

PREVENTIV

= MA

NTENANCE

PROCEDURE SCHEDULE | MATERIAL
LUBRICATE ALL MOVING AND SLIDNG & MONTHS COLUMN ~ No. 2 MOLY GREASE ( AVOD
P EXCESSIVE BULD-UP OF GREASE
. ON COLUMN )
INSPECT ALL FASTENERS TO INSURE 3 MONTHS PROPER SIZE WRENCH AND SCREWDRIVER
PROPER HT, POSITION AND TKGHTNESS
(NCLUDING NUTS, BOLTS, PINS, ECT.)
CLEAN PADS PERIOCDICALLY | SOAP, WATER, AND MEDIUM
( DUE TO THE TYPE OF
MATERIAL USED FOR THE BACKING OF
THE PADS, PRESSURE AND
STEAM CLEANING IS NOT RECOMMENDED )
INSPECT ALL SURFACES AND REMOVE | PERIODICALLY | METAL Fi.E - WHEN ORDERING TOUCH
ANY DEVELOPED SHARP OR BURRED -UP PANT SPECFY HAUSTED WHITE
AREAS. APPLY TOUCH-UP PAINT FOR THE COLOR.
WHERE REQUIRED.
LLEAN EXTERNAL. SURFACES TO RE- PERODICALLY | MEDIUM STRENGTH ANTHBACTERIAL
MOVE DIAT, LINT, BLOOD, AND OTHER
DEPOSITS. ( CLEANLINESS SHOULD
BE PART OF USER MAINTENANCE )
CHECK SCALE CALBRATION 6 MONTHS 4 25kg CERTFED WEIGHTS
CHANGE SCALE BATTERY 6 MONTHS HAUSTED PN 061800-20
NOTE:

= UNITS ARE PRESSURE WASHED, LUBRICATION OF ALL MOVING AND SLIDING POINTS
SHOULD BE DONE AFTERWARDS. (STEAM CLEANING IS NOT RECOMMENDED AND

CAN VOID WARRANTY)
FOR FURTHER ASSISTANCE IN PREVETIVE MAINTENANCE CARE PLEASE CONTACT:
HAUSTED
927 LLAKE ROAD
P.O. BOX 710

MEDINA, OHIO 44258
IN OHIO (216) 723-3271 1-800-428-7833
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I I HAUSTED ° i’
OPTIONAL ACCESSORIES

APCO012 - RESTRAINT STRAPS :

APC14D - OXYGEN TANK HOLDER

APCO018 - TELESCOPING LV. ROD

APCO020 - PATIENT TRAY

APC025 - SURGICAL SUPPORT LEGS
+ RECOMMENDED ACCESSORY #

APCO026 - STIRRUPS

APC028 - KNEE CRUTCHES

061239 - ARMBOARD

APCO028 - DISPOSABLE FITTED COVER SHEET

FOR MORE INFORMATION OR TO ORDER
ACCESSORIES CONTACT HAUSTED AT:

927 LAKE ROAD, P.O. BOX 710, MEDINA, OHIO 44258

(216) 723-3271 1-800-428-7833
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