
CCBRT Incinerator Instruction

Starting

1.   check fuel

2.   move burner to the incineration position

3.   fill incinerator

4.   close door 

      (burner only will start if there is no light in the chamber)

5.   set air valve of the burner to 4

6    press start button

      (fan and fuel pump will start. After 10 sec. ignition starts automatically)

7.   set the air valve to 6-7

8.   open upper door, ignite a piece of paper or cardboard and set the upper part of the

      waste to fire

9.   close the door

10. ash door and the air inlet of the off-gas chamber must be closed

After 30 minutes

11. open the air inlets of the off-gas chamber

After 2 hours

12. open upper door. When only hot ashes is left, shut of the burner

13. swing the burner out of the chamber to cool down

DO NOT OPEN THE INCINERATOR DOOR DURING THE INCINERATION PROCESS

Open door only in an emergency!

Wear gloves and eye goggles and open the door slowly

Refilling

Wait at least 4 hours before burning the next batch. The incinerator has to be cooled down.

Checking gas quality

Gases from the chimney are NOT visible. There must be NO smoke.

Only some light smoke may exit after one hour.

Problems

If burner does not start wait 1 Minute and press start button again.

The starting procedure may have to repeated several times.

(Pipes mus be filled with fuel completely)

When burner shut off during incineration (e.g. lack of fuel) the burner can NOT be restarted.

(A photo cell in the chamber switches will switches off the ignition when fire is in the 

chamber) 


