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1. Introduction

Read me!

The interface of the lon Analyser has been specially designed to clearly
guide you through every step of the programming and running of the
analyses, whether you are a supervisor or a routine user.

An important part of this interface is to check and control the presence of
different elements necessary to run the defined application.

Working in Supervisor mode

When programming in “SUPERVISOR” mode, it is recommended to
work in stages. These stages should be carried out in the order described
below:

To program a method

1. Defineyour electrode(s)

Identify electrodes (including temperature sensors) to be used for the
analysis.

Electrodes can be created from the following lists, Catalogue, Other or
Copy from. When creating the electrode, define if electrode calibration is
required (or not), if yes specify the “periodicity” of the calibrations and the
pH standards to be used. Refer to chapter 3.

2. Define reagent

Identify reagents to be used for the analysis.

Reagents can be created from the following lists, Catalogue, Other, Copy
from.

3. Create a new method or Edit a pre-programmed one

Create the measurement method to be used for the analyses. Enter the
parameters required to calculate the results, refer to chapter 3.

When you have finished programming, select the method or pre-
programmed application, refer to Short-Form Reminder no. 3.

If a sample changer is to be used, define the sample changer in the
Configuration menu before selecting Working mode = SAC
sequence in the main window.
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4. Checkicons
The following icons indicate the exact state of your working system.

LI Sunny icon:
'E':;:':I' Everything is OK. Run the method or sequence.
Sunny icons are required to run the method.

Cloudy icon:

Action required within 12 or 24 hours. For example
electrode calibration and/or reagent bottle exchange.

Stormy icon:
Electrode calibration date elapsed or electrode(s)/
&

reagents(s) not installed.

Question mark:
It is a programming error, reagent and/or electrode is/are
not defined in the selected method. Revise the method
programming.

Refer to Reagent and Electrode windows.

When Cloudy/Stormy/Question mark icons appear, Press 1

“Check”. The lon Analyser will automatically guide you through the
operations necessary to solve the errors encountered.

Staton e, 1
Lisrking mode : Hethod

Check "Measure"

Sequence/Sample stack

Select method (3
Dilsplay method )
GLP-Archives 1]

CLIFEES

5.  Running methods
To run a method or sequence, refer to chapter 4.
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Working in Routine mode

In “ROUTINE” mode you are guided at every step, thanks to the clear-
text messages and the icons present on the large graphic display.

Access methods

A Routine operator has access to all the displays for checking purposes.

Statsan me. 1 15:007: 15
Llorking mads . Methad
Chedk "Heasura" if_l.'}

Sequence/Sample stack

Select method (3)
Dizplay method )
GLP-Archives &

CLIEEES

Running methods

When working in “ROUTINE” mode, it is necessary to install your
measurement system according to the selected method or sequence,
prior to running a method or sequence.

1. Select the method or sequence
Refer to chapter 4.

Introduction 7



2. Checkicons
The following icons indicate the exact state of your working system.
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i

Sunny icon:
Everything is OK. Run the method or sequence.
Sunny icons are required to run the method.

Cloudy icon:

Action required within 12 or 24 hours. For example
electrode calibration and/or reagent bottle exchange.

Stormy icon:

Electrode calibration date elapsed or electrode(s)/
reagents(s) not installed.

Question mark:

It is a programming error, reagent and/or electrode is/are
not defined in the selected method. Revise the method
programming.

Refer to Reagent and Electrode windows.

When Cloudy/Stormy/Question mark icons appear, press 1 to run
the “Check” command.

Stabon no. 1 150203

Llorking mode Method

Chedk "Measure"

Sequence/Sample stack

Select method (3
Display method )
GLP-Archives &

B EEIE -

Depending on the icons displayed, the lon Analyser will
automatically guide you through the steps necessary to run the
analysis, see following page.

8
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Connect/install the electrode(s)

Connect/install electrodes and temperature sensors, Refer to
chapter 3.

Install reagents(s)

Check that the burette is installed, if not, the lon Analyser will
automatically guide you to the Install burette procedure.
Press 3 to start. Refer to Short Form Reminder no. 2.

Calibrate electrode(s)
Run the electrode calibration, refer to chapter 4.

Run the method or the sequence, when Sunny icons are
displayed,

Refer to Short Form Reminder no. 6 and 7.

Introduction
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2. Getting started

Keyboard

1. Alphanumeric keypad to enter data and parameters on the same
principle as mobile telephones. These keys can also be used for
quick access to the different menus; refer to the display on the
following page.

2. Del: deletes the character on which the cursor is positioned.

3. Esc: returns to the previous screen. During analysis, this key allows
you to enter the method, electrode and reagent menu.

4.  Print: prints the data concerning the screen displayed.

5. Stop: stops an analysis or a burette function. Press this key for 3
seconds in the Main window to gain access to the setup
parameters.

6. RIGHT, LEFT, UP, DOWN arrow keys are used to move to different
options within the menus.

7. [O: confirms a data entry, a message or a function asked for by the
user.
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Basic principles

When the instrument is switched on, the Main window is displayed.
When the instrument is switched on for the first time the screen will be
as follows:

Title bar
Llarking made - Method Selected line
Check "Measurea™ @' Menu options.
Sequence/Sample stack Press the
Select method 3 corresponding number
Method libe ary @ for quick access to the
GLP-Archives & different menus. For

example, press 4 to

@\@@_J\I %/U;I*— enter the Method library

Method tab Reagent tab Electrode tab Cell tab

If required, you can adjust the contrast of the display by:
. pressing O to increase the brightness,

. pressing 7 to decrease the brightness.

The title bar in the menu indicates the instrument name and the actual
time. You will be shown how to personalise the name (Station 1) and
adjust the time further on in the manual.

The RIGHT and LEFT arrow keys allow you to move from one tab to the
other and enter the Reagent, Electrode and Cell menus.
. Work your way through the 4 tabs, then back to the Main window.

The UP and DOWN keys allow you to select a line. To enter an option,
select the line, and press 0. You can also press the corresponding
numerical key.
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Press 4 or select the line Method library and press 0 to enter the
Method library screen. Press Esc to return to the Main window.

Select the line Working mode and press 0. The following
options are available:

Method: to run a single method.

Sequence: to create or run a sequence of methods. Beakers are
manually changed between two method runs.

SAC Method: to run a single method to be performed using a
sample changer.

SAC Sequence: to create or run a sequence of methods to be
performed using a sample changer.

Note: the working mode selected will have no effect on the type of
method you wish to create.

Do not forget to define the sample changer in the Configuration
menu before selecting SAC Method or SAC Sequence.

Press [ to confirm your selection.
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Main window

When the instrument is switched on the Main window is displayed.

14

1

2

3 —PRun "Measure” ()
4 — SequencelSample stack

5 —Select method (6,
6 — Method libr-ary =y
7 —GLP-Archives (&)

s @l B 5+

Title bar: indicates the instruments name and the current time.

Working mode: Select the way in which you want to work. Choose
from Method, SAC Method, Sequence, SAC Sequence ; refer to
previous page.

Check or Run: check or run the selected method /sequence. The
method can be run when 2 sunny icons are displayed in the
Reagents and Electrodes tabs. If cloudy/stormy icons are
displayed, activate the "Check" command. The lon Analyser
will automatically guide you through the necessary operations
required to solve the problem(s).

Sequence/sample stack:if SAC SequenceorSac Method
has been selected in step 2 above. Program the sample stack.
Select or edit the method sequence.

Select method: select method to be used for the analyses.

Method library: supervisor use only: create, edit, reset and delete
methods to correspond to your specific needs.

Or Display methods - routine use only : display the main
parameters of the selected method.

GLP-Archives: access GLP tables and visualise the stored method
sample results.

Method tab: Animated icon indicates when a method/sequence is
running.
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Reagents window

Use the RIGHT arrow key to move to this window.

Feagents

Entar titpe 1)

1

2 :
3 —Install reagents (&)
4 —Check reagents @
5 —Reagent ibrary i)
6 —Manual dosing B
7 — GLP-Archives (&)
8 —EBurette functions

ch

&l 'i@ii-@iilzl-l
9

1. Title bar: indicates the name of the window.

Enter titre: Enter the concentration of the titrant (titre).

Install reagents: install or replace reagents in a method or
sequence.

4. Check reagents: verify the identification parameters of the reagents
used in the working method or sequence.

5. Reagent library- supervisor use only: create, edit, reset and delete
reagents to correspond to your specific needs.

6. Manual dosing: delivers a reagent at a given speed and measures
a signal at a connected electrode.

7. GLP-Archives: access GLP tables and visualise the reagent
concentrations entered.

8. Burette functions: fill, empty, flush, rinse and replace burette.
Global flush of all installed burettes simultaneously.

9. Reagent tab: Reagent status icon indicates the state of the reagent
system. Four types of icons can be displayed.
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-li:-i:;j.- Sunny icon. Everything is just right!

L Cloudy icon. The expiry date of one of the reagents in the
system will elapse in less than one week.

Stormy icon. The expiry date of one of the reagents in the
I!E % system has elapsed.

At least one of the reagents present in the system has not
beeninstalled.

The reagent titre of one of the reagents in the system has
not been entered (ISE methods only).

Check the sequence or method, (press 1 in the Main
window). The instrument prompts you to do the necessary
operations. You are guided step by step.

":::" Question mark. There is a problem in the editing of the

@ H reagent system. You need to be in Supervisor mode to solve
the problem. Check the sequence/method
parameters of the reagent or the electrode.

Check the sequence or method, (press 1 in the Main
window). The instrument indicates the possible errors and
prompts you to correct them until ? disappears.
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Electrodes window

Use the RIGHT arrow key to move to this window.

1 — A g [

A slibi ste slectrodes 1
3 — Install electrades ()]
4 —Chedk electrodes 2
5 — Electrode library “
6 — Dizplay measurement &
7 — GLP-Archives &

EnEofeE
|

8

Title bar: indicates the name of the window.

Calibrate electrode: run a calibration or a calibration sequence
using the installed electrodes.

3. Install electrodes: connect, disconnect or replace electrodesin a
method or sequence.

4. Check electrodes: check the identification parameters of the
electrodes used in the method or sequence.

5. Electrode library - Supervisor use only: create, edit, reset and
delete electrodes stored in the instrument.

6. Display measurement: displays mV and/or pH and/or concentration
and/or conductivity and/or temperature at a connected electrode of
the electrode system.

7. GLP-Archives: access GLP tables and visualise the stored
electrode calibration results.

8. Electrode tab: Electrode status icon indicates the state of the
electrode system. Four types of icons can be displayed.
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Sunny icon. The calibration has been performed on all the
electrodes present in the system. Everything is just right!

Cloudy icon. The electrode calibration of one of the
electrodes present in the system should be performed within
12 or 24 hours.

Stormy icon. The calibration date has elapsed for one of the
electrodes present in the system.

If acceptance limits have been set for the calibration: at
least one calibration result lies outside the programmed
acceptance limits.

At least one of the electrodes present in the system has not
beeninstalled.

Check the sequence or method, (press 1 in the Main
window). The instrument prompts you to do the necessary
operations. You are guided step by step.

Question mark. There is a problem in the editing of the
electrode system. You need to be in Supervisor mode to
solve the problem. Check the sequence/method
parameters of the reagent or the electrode.

Check the sequence or method, (press 1 in the Main
window). The instrument indicates the possible errors and
prompts you to correct them until ? disappears.
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Cell window

Use the RIGHT arrow key to move to this window.

1 —

R [hstrument -
3 — Irternal Stiermng ; Iff
4 —Speed: S00FEMm

S i = s

Title bar: indicates the name of the window.

Instrument: to select the stirrer of the lon Analyser or an ABU52
connected to the lon Analyser.

Internal stirring: command stirrer On/Off.

Speed: select the internal stirring speed, from 100 to 1100 rpm by
steps of 50 rpm.

Cell tab: animated icon indicates when the magnetic stirrer or
propelleris operating.

Apply internal stirring

1.

For Instrument, select the stirrer of the lon Analyser or the
stirrer of an ABU52 connected to the on Analyser.

Select Internal stirring = ON,

Press O in the field Speed and select a stirring speed.
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Apply external stirring

1.

20

Connect the Stirring Propeller, part no. 847-731, to the lon Analyser
or ABU5S2 Propeller socket. Line 3 is automatically replaced by
External stirring.

For Instrument, select the stirrer of the lon Analyser or the
stirrer of an ABU52 connected to the lon Analyser.

SelectExternal stirring = ON.

Adjust stirring by turning the stirring propeller knob. You can consult
the corresponding table between the position (1 to 9) and the stirring
speed by pressing 0 in the field Speed setting.
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System configuration

Proceed as follows to configurate your workstation

1. Press Stop for 3 seconds in the Main window to enter the Setup
menu.
2. Supervisorcode:
Entering a Supervisor code enables you to differentiate
between the 2 operator modes: Routine and Supervisor:
In Routine mode, the user is able to select and run methods. In
Supervisor mode, the user can create, edit, select and run
methods. A Supervisor code is also used to protect your
parameters from any unwanted changes.
« Continue without entering a Supervisor code.
3. Press1toenterthe ConFiguration menu.
Configuration
A=sistant function : e — Usethe UP and
Air-chivana : Yez  DOWN arrow
Lser 1D - Vec kﬁ.ys to select
Time 150050 (e parameter.
[ate 31 Ot 2003
Lanauage : Eralish
PC Keyboard - Erralishe IS
Mains Frequency ; 20 Hz
Horizontal : b
scroll bar

The position of the bar indicates the first screen in the
Configuration menu. Use the RIGHT arrow key
to move to the next screen.

Getting started
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4. Pressthe RIGHT arrow key.

Configuration

FPrinter : Ha
Ecep . Ho
Sample chianger ; Mo
IOH cell external Gnd : Ho
Controlled by TTL IM: Hao

b The position of the bar indicates the
last screen in the
Configuration menu.

5. Pressthe UP arrow key.
Configuration

Mairis Frequency :

Printer : Mo
Beep ; Ho
Sanple changer Ho
IOH cell external Grd : Ho
Controlled by TTL IM: Ha

[ Change: 4 |

6. Pressthe LEFT arrow key to return to the first screen in the

ConTi iurati on menu.

Hesistant Funotion : Yas
Ar-chiving : Ves
User I Yes
Tiwe ; 10:34:25
Dot : 1 Ot 2003
Lsngiiages : Ervalizh

PC Keuboard - Ervalishf ES3

Mains frequendcy
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Choosing the language

Choose your language for displays and printouts in the following way:
1.
2.

Use the UP and DOWN arrow keys to selectthe Language line.

Press [ to change a parameter as indicated at the bottom of the
screen.

Configuration

H=sistant function Yes
Archiving : Yes
User ID: Yes
Time : 10.35-%2
Diate . 31 Ot 2003
Language ; =ralish
FC Esyboard ErmglishClIS3
Mains Frequency : S0 Hz

B3 C Change: & )

Select the language.

Enalizh
Francais
Dewtzch
Duansk
E=pafiol
Italianm

Svenska

Couit: Ese D | Ualid: &

Esc allows you to leave the screen without changing the language.

Getting started
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Setting the date and time
The current date and time are entered in the following displays:

1. SelectTime.

il 59 : 43

Min. : 00 hes Enter the hours (from 00 to 23).
Maw.: 25 hrs

2.

24

Quit: E5c | Lalid: +

RIGHT arrow key.

10 : &1 43

Min. : 00 min Enter the minutes (from 00 to 59).
Mare. - 23 min
guit: Esc | Valid: 4

RIGHT arrow key.

10 : 02 : %]

Fim, ; 00 56
Maw. : 59 gec
Ghyit- E<c Lislid: o

Enter the seconds (from 00 to 59).

The LEFT arrow key allows you to return to the previous screen to
modify an entered value.

Press [ to confirm (as indicated on the screen).
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SelectDate.

W Ju 2003

Him, ; 01
Han. : 31
Gt Ese Lialid: +

Enter the day (from 00 to 31).

Press RIGHT arrow key.

05 2003 Use the UP/DOWN keys to select the
Him, - Jan month.

MaH. : Dec
Cljit: E= Lalid: 4

Press RIGHT arrow key.

05 Jun PANARY| oo (romeeone e
Mim, - 2000
Max. : 2069

Gt E5e Lislid:

Press [.
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Customising the workstation

You can assign a name to your workstation, which will be permanently
displayed in the title bar of the Main window. Typing the name will
allow you to get used to using the instruments keypad.

1. Before leaving the Configuration menu:
e« Select PC keyboard,
« selectEnglish (US).
This allows you to use a QWERTY keyboard.

2.  Press Esc to return to the SETUP menu.

3. Press 3 (Customise).

Stathon : I0M5T0
L abor atory

Fadioreter Analytical SAS

T2 rue d'Alsace

EIEZT Villewrbanne CEDEX Fr

Tel: T3 <004 7303 38 38

| BuieEze | Change: « |

4. Press [toselectthe Station parameter.

Station

Quit- Esc | Walid: 4

5. Toreplace "ION570" by "Chem.lab-1", proceed as follows:

e Press 7 until the letter "C" appears, then release the key. The
cursor moves to the next position.
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St ation

Ruit: Esc | Ualid:

Press 9 until the letter "h" appears.
Continue until you have entered (em.lab-1).

To correct a typing error, proceed as follows:

Station Station

ChemJeb-1_ Chem.leb-1

I ik E 5 I Lalid; 4 I Eluit- E=c Lakid o

Press the LEFT arrow key to position the cursor on the letter
"E". Press 7 to enter the letter "A".

Cherm.lagb-1

Quit: Esc | Ualid: «

The letter E has been inserted between the letter "A" and the
letter "B".

Station

Chemlasb-1

Gluit- E=c Lakid o«

Press Del to delete the "E".

* Press 0 to confirm the entry.
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6. Youcan also use a PC keyboard to enter alphanumeric characters.

« Connect the PC keyboard to the 6-pin plug situated on the right
hand side of the instrument.

e Selecttheline Radiometer Analytical.Thislineisused
to enter information concerning the workplace, user(s) name(s),
location, address etc.

« Enter the text using the PC keyboard (maximum of 32 characters
can be used).
If the characters shown on the display do not correspond to the
ones typed on the keyboard, redefine your keyboard type. To do
this, press Esc then 1 and select PC keyboard.

¢ Press O to confirm.

You have now finished the getting started section. Press Esc to leave the
Customise screen, then press 5 to quit the SETUP menu.
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3. Programming guidelines

Only the Supervisor is allowed to program the menus, Electrode, Reagent,
and Method.

To select the Supervisor mode, press Stop for 3 seconds in the Main
window and enter the Supervisor code. Press 5 (Exit) and select Return in
mode = Supervisor.

L IMPORTANT [J

For first time users, it is recommended to program the instrument as
follows:

1. Create the electrode(s) to be used to perform the measurements.
2. Createthereagent(s)to be used during the analysis.
Then finally,

3. Createthe method(s), which will consequently use the electrode(s)
and reagent(s) created in the first two steps of programming.

Once you have finished programming, make sure that NO question
marks "?" are displayed in the Reagent and Electrode tabs!
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Create an electrode

1. Press4Electrode Library,thenl1New electrode.
Electrodes Electrode library
Calibr ste electrodes @ Ip: FPHC2001-a
Install electrodes 2
Check electrodes @
Electrode library i)
Display measurement B i1
GLP-Archives (B Edit electrode @
Def sult parameaters [y,
1.f Delete electrode @
mi@[l;l*| L_OuitEse | Select: « |
2. Press [Ointhe Function field and select the function of the
electrode, refer to the table below:
Electrodetype Select function
pH single pH
pH combined w/wo temp. sensor pH
Single metal/redox mV (i=0)
Combined metal/redox w/wo temp. sensor | mV (i=0)
ISE single ISE or mV (i=0)
ISE combined w/o temp. sensor ISE or mV (i=0)
Conductivity cell w/o temp. sensor Conductivity
Reference single Reference
Temperature sensor T°C
Ground metal Ground
Double metal mV (i > 0)
Press O in the 1D field.
4. SelectOther inthe From field.
The option From = Catalogue allows you to create an
electrode from a list of Radiometer Analytical electrodes.
5.  Enter the identification (1 D) of the electrode, (up to 16 characters).
6. Press 1 twice.
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10.

11.

12.

13.
14,

Select the electrode Type, for electrodes with pH, mV or ISE
functions:

* Single pH - pH electrode (no reference part),

e« Combined pH - pH electrode with a reference part (with or
without temperature sensor),

e Single metal/redox - mV (i=0) function electrode with a refer-
ence part,

e Combined metal/redox - mV (i=0) function electrode with a
reference part (with or without temperature sensor),

* Single ISE - ISE or mV (i=0) function ion selective electrode
with no reference part,

e« Combined ISE - ISE or mV (i=0) function ion selective
electrode with a reference part (with or without temperature
sensor).

When acombined electrode or a conductivity cell has been
defined, the instrument will prompt you to specify if it has a built-in
temperature sensor or not.

When a single electrode has been defined, the instrument will
prompt you to define a reference electrode in the Edit
electrode screen.

Whenacombined or areference electrode has been defined,
enter the potential (in mV) of the reference element versus the
Standard Hydrogen Electrode (SHE).

This parameter enables to run calibration with automatic buffer
recognition when working with different reference electrode systems.

When acombined pH or a single pH electrodes has been defined,
enter the internal pH of the electrode (pH int).

For ISE electrodes only; enter the ion valency and molar weight
(ing/mol).

For conductivity cells only; enter the cable resistance (in Q) and
capacitance (in pF).

Press 1 to confirm.

Edit the electrode parameters (see next page).

Programming guidelines 31



Edit electrode screen

1. Press4Electrode library.
2. Press O and select the electrode to be edited from the list.

3. Press2Edit electrode.

Electrode library

I Hu electrode

Mew electrode 1)
Edit electrode @
Def ault parameters 2
Delete electrode @

| OuiEse | Select & |

4. Edit the necessary parameters.

E dit @lectrode r'1l:| alectrode

Edit electrode r'1l:| electrode

falle Calibi stian
Tupe: Corbined pH Periodicity - 7 dayis)
Fotential ws, SHE ; 2000 mLr Humber of cycles ; 1
PHint : 6.63PH @ @ Mumber of buffers : 2
Hddress : ION/EL Temperature : Fined 25°C
Mairtenance : [ [o]
Calibr ation request Fiqed
i T

a. Electrode address: indicates which socket the electrode is con-

nected to:

ION / E1, E2, Ref, Temp, GND, Pt-Pt or EC (socket of the lon

Analyser),

ABU1/E1, E2, Ref, Temp, GND or Pt/Pt (socket of an ABU52
connected to the Local socket of the lon Analyser),

ABU2 / E1, E2, Ref, Temp, GND or Pt/Pt (socket of an ABU52
connected to the Slave socket of another ABU52 connected to the
Local socket of the lon Analyser).
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If you want a message to be displayed once a week upon starting a
method or a sequence of method using this electrode, select
Maintenance = Yes and enterthe message (3 lines of 32
characters maximum). This message can remind you to check or to
clean an electrode.

For a pH electrode or a conductivity cell, select the calibration
mode:

Calibration request = No:theelectrode parameter
edition is completed.

Calibration request = Fixed:forapH electrode,
calibration with automatic recognition of buffers among a list of
predefined values. For a conductivity cell, calibration with a
standard that belongs to a list of predefined values.

The buffer/standards are chosen during method edition.

Calibration request = Free:thebuffer/standard
values are entered FREEIly by the user. Use this option to
calibrate pH electrode or conductivity cells with buffers/
standards that do not belong to the predefined list.

For an ISE electrode, select the calibration mode:

Calibration = No:theelectrode parameter edition is
completed.

Calibration = Manual :calibrationusing1to 9
standards of known concentration.The standard concentrations
are entered during method edition. This method requires 1to 9
calibration beakers.

Calibration = Automatic:1to4-pointcalibration
method where the standards are automatically prepared by the
lon Analyser using an automatic addition method. The standard
concentrations and an intial volume of standard are entered
during method edition. This simple to use method requires only
one calibration beaker.
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EnterthePeriodicity.

Indicates the maximum period of time between two calibrations. If
the period of time is exceeded:

- pHmeasurements can no longer be performed using this pH
electrode,

- concentration measurement using a Direct ISE method can no
longer be performed using this ISE electrode.

- conductivity measurements can no longer be performed using
this conductivity cell.

In all cases, the electrode must be calibrated.
Enterthe Number of cycles.

Enter the number of times the calibration should be repeated. This
is the number of beakers to be prepared for a given standard. For
each standard, the result will be calculated from the mean measured
value.

Enterthe Number of buffersor
Number of solutions.

Enter the number of buffers (1 to 5) to be used for the pH electrode
calibration or enter the number of standards (1 to 9 in Manual mode
or 1to 4 in Auto mode) to be used for an ISE calibration.

Specify if a temperature sensor is in use.
If a temperature sensor is in use, select Probe.

If the temperature is entered manually via the numeric keypad,
selectEntered.

If the calibration is to be performed at 25°C, select Fixed 25°C.

If you have selected Temperature = Probe, atemperature
sensor must have been selected in the Parameters screen.
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Programming electrode parameters

1.

IfCalibrate request = yes, enterthe electrode definition
parameters and gotothe lastEdit electrode screen.

E dit electrode r'1l:| &lectrode

C alib stion parameters i
Calibr ation sabutions &
Results @

Printouts

] Select: ¥ |

Press 1:

ToenterCal ibration parameters:general parameters
used during the calibration,

Press 2:

ToenterCalibration solutions, Calibration
points or Standard parameters concerning the standards
used for the calibration.

Press 3:

Toenterthe Resu l ts parameters concerning acceptation criteria
that you can set on the results.

Press 4:

Toenter Printouts parameters defining the calibration reportto
be printed.
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Create a reagent

1. Press4Reagent librarythenlNew reagent.

Reagents E=agent ibrary
Enter titre @ ID. MaF 0.001H
Install reagents &

Check Feagents

Feagent library

|:-£|

Marual doging i e
(&
()

GLP-Archives Edit reagent @
Burette functions Def sult parameters (i
Delete reagent @

@-.Ii@IL:-I"I | GuitEge | Select: & |

2. PressOinthe New reagent screen.

3. SelectFrom = Other.
The option From = Catalogue allows you to create a
reagent from a list of Radiometer Analytical reagents.

4. Press [Ointhe 1D field and enter the reagent name (up to 16
characters).

5.  Enter the "approximate" titre of the reagent (5 characters) in the
Target titre field.

6. Enter the units (mM, M, mN, N) indicated on the reagent bottle. Use
the following: mM = mmol/l, M = mol/l, mN = meqg/l, N = eq/l.

For info: once the units have been confirmed, they are added to the
reagent ID and target titre.

7. Press 1twice to create the reagent.

8. Editthe reagent parameters (see next page).
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Edit reagent screen

1. Press4Reagent library.
2. Press [0 and select the reagent to be edited from the list.

3. Press2Edit reagent.
Reagent ibrary

1D : My reagent 1mM
Hew reagent
Edit reagent (2
Daf sult parameters 2
Delate reagent @

L OuitEze | Select £ |

4. Editthe necessary parameters.

Edit reagent My reagent 1rf

My reagent 1

Hddress - IOH £ 1

L_Quit:Ezc | Change: & |
a. Modify the units (mM, M, mN, N) indicated on the reagent bottle. Use
the following: mM = mmol/l, M = mol/l, mN = meqg/l, N = eq/l.

b. Address. Indicates the location of the burette containing the reagent:
ION/1,

ABU1/1 or ABU1/2 (position 1 or 2 of an ABU52 connected to the
Local socket of the lon Analyser),

ABU2/1 or ABU2/2 (position 1 or 2 of an ABU52 connected to the
Slave socket of another ABU52 connected to the Local socket of the
lon Analyser).
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Create a method
1. Press [ and select Method.

Skatson no 1 030709
Llarkin 3 mydide - Methad
Fun “Measur-e" @
Sequence/Sample stack

Select method i3
Method libe-ary )
GLP-Archives &

&S =)

2. Press4Method librarythenl1New method.

Station no, 1 307,53 Method library

Il beireg mode < Methwd I : Messure
Fun Meazure @

SequencelSample stack _
Select method ()] e method [EX

Method libr ary 1) Edit method 2
GLP-Archives & Daf ault parameters D
Delete methad @

l@ﬂll@@H@M;l*| | QuitEse | Select & |
Press O in the 1D field.

Enter a method name (up to 16 characters).

Press 1.

o 0k~ w

Edit the method parameters (see the next page).
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Edit method screen

1. Press4Method library.

2.  Press [, select the method to be edited from the list then press 2
Edit method.

Metheod ikt zry

ID: My method
Hew method
Edit methad 'E:'
Daf sult parametars 2
Delete method @

| Ouit:Eze | Select: £ |

3. Editthe necessary parameters.

Edit method r"l':l et b
My met haod
Maode Mezsurement
Measurement ; FH
Temperature : Firned 25 C
MHurmber of tests : 1
Hotification : Hao
Cell arounding : Reference
LT sample Mo

713 Change: « |

a. Selectthe method mode. The modes available are:

. Measurement (pH or mV, ISE direct, ISE standard addition or
conductivity)

. Coupled (methods chained in a same beaker)

. Addition (1 to 3 additions of reagent. No measurements. Additions
are performed simultaneously or successively)
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Select the measurement mode: pH, mV, mV(i>0), ISE direct, ISE
standard addition, conductivityor EC/pH (pH and conductivity
measurements performed simultaneously).

Select the way the temperature is to be measured.

« Probe:temperature sensoris required during measurements.

< Entered:temperature is to be entered manually using the
keypad.

e Fixed 25°C: measurements are assumed to be performed
at 25°C.

Enter the Number of tests, i.e.the number of times the
method is to be repeated.

If you want a message to be displayed upon starting the method,
select Noti Fication = Yes then enter the message (3
lines of 32 characters maximum).

Select the way the cell grounding of the measuring electrode will be
performed:

« ReTference: reference electrode connected to the Ref
socket on the measurement system.

« Metal: metal electrode connected to the GND socket on the
measurement system. For measurements in very resistant
medium.

« Other:anelectrode which does not belong to the electrode
system.

QC sample: the concentration of a QC sample is known accurately
and the composition is close as possible to that of the samples to
be analysed. QC measurements enable you to perform quality
control tests on the method used. Refer to the Reference Manual for
more information concerning this option. Select Yes for QC
sampl e toperform measurements on QC samples.
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Programming method parameters

1. Goto the last Edit method screen.

Edit method My method Edit method My method
Hy methad Method parameters 1

Made : Hea5ur~ement Sample

Measurement : Results @

Temperature : Fined 25 E@ @ Printouts “)

MHumber of tests : (C Drata

Maotificstion : Ho

Cell graundmg : Referantce

L zample 5[]

Saelect:

Change: J

2. Press1:
Toenterthe Method parameters:general parameters
concerning the electrode and reagent (when required) used by the
method.

3. Press2:
To enter the Sample parameters: concerning the preparation of
the sample to be analysed (only available for an ISE standard
addition method).

4. Press 3:

To enter the Resull ts parameters defining the results and the
acceptation criteria that you can set on the results.

5. Press 4.

To enterthe Pr i ntouts: parameters defining the analysis report
to be printed.

6. Press5b:

To enter the QC data (only available when QC sample = Yes):
quality control parameters required when using QC samples.
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4. Running analyses

LJIMPORTANT [J
Before pressing the Run key, check the following points listed below:

1. Select the method by pressing 3 in the main window.

2. IfQuestion marks "?" are present in the electrode and/or reagent
tabs. Programming error due to missing electrode/reagent
parameters. Contact your supervisor.

3. Connect/Check electrode(s). Referto Short-Form Reminder no. 1.
When installing/checking an electrode system, do not forget to
connect all the installed electrodes to the ION570 or ABU52

sockets and to install these electrodes on the ION570 (Location =
ION) or the SAC80 or SAC90 Sample Changer (Location = SAC).

Itis important to immerse, in the same measuring beaker, all the

installed electrodes having the same location.

For example: conductivity and pH measurements.

If your installed electrode system comprises either a conductivity
cell or a double platinum electrode with a combined pH electrode, the
electrodes must remain permanently immersed in the same beaker,
in order to measure the pH correctly. This is because it is the
conductivity cell (or the double platinum electrode) that provides the
connection to the ground and not the reference electrode.

This so-called " 3-electrode or differential measurement configuration
" will stop the conductivity cell altering the measurement at the pH
electrode.

When using this configuration for an electrode calibration, the
conductivity cell and the pH electrode must always be immersed in
the same beaker.

Important: Never remove an electrode or an electrode system
without running the Installation/checking procedure first. The
instrument needs to know its configuration at any time.

For more information, refer to the ION570 Reference Manual,
keyword index: "Electrode connection - Important”.

4. Connect/Checkreagent(s). Referto Short-Form Reminder no. 2.
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Run the analysis when Sunny icons are visible in the electrode and
reagenttabs.

Run an electrode calibration when a Stormy icon appears in the
electrodetab.

Enter the reagent titer when a Stormy icon appears in the reagent
tab.

If you are unable to display the "Run" command due to the presence
of Cloudy/Stormy icons in the Reagent and Electrode windows,
activate the "Check" command. The lon Analyser will
automatically guide you through the necessary operations required
to solve the problem(s).

Run electrode calibration

Refer to Short-Form Reminder no. 4.

1.
2
3.
4

5.

Select the method.
Install the electrode group.
Enterthe Electrodeswindow.

Selectl1Calibrate electrode. Press [0to selectthe
electrode to be calibrated from the proposed list.

Press 1 to start the calibration.

Enter the reagent titre

The entry of a reagent titre is only required when this reagent is used as a
standard in an ISE standard addition method.

1.
2.
3.

7.

Select the method using the reagent you want to enter the titer.
Enterthe Reagentswindow.

Select 1 Enter titre.Press [ and selectthe
reagent from the proposed list.

Press 1, enter user ID, press 1 to confirm.
Enter the titre value in the Titre line.

Enter the reagent calibration certificate number (up to 10
characters).

Press 1 to confirm.
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Run method
Refer to Short-Form Reminder no. 5.
1. Selectthe methodinthe Method library.

2. Install the electrode then the reagent groups to be used to perform
the analysis.

3. Display the Main window.

4. Press 1 to start the analysis.

Run direct measurement

Refer to Short-Form Reminder no. 7.
Select the method.
Install the electrode group to be used to perform the measurement.
Prepare the sample solution and place on the sample stand.

1.

2.

3

4. Displaythe Electrodeswindow.
5. Press 5 to start the measurement.
6

Select the electrode in the list of connected electrodes. You can
stop or start stirring by pressing 1.
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Run manual dosing

Refer to Short-Form Reminder no. 9.

1.
2.

o 0~ w

Select a method.

Install the electrode group to be used to perform the measurement
(if measurements are to be done).

Install the reagent group to be used to perform the manual dosing.
Prepare the sample solution and place on the sample stand.
Display the Reagents window and press 5.

Select the reagent in the list of installed reagents and select the
electrode in the list of connected electrodes (if measurements are to
be done).

Enter an increment size, increment speed and maximum volume to
be dosed.

Select the type of measurement to be performed (mV, pH or no
measurement).

Press 1 to start.

46 Chapter 4



5. Viewing data

How to access?

The GLP-Archives (Good Laboratory Practice) command is available in
each window:

. Main: press 5 to access,
. Reagents: press 6 to access,

Electrodes: press 6 to access.

The GLP-Archives window displays the method, reagent or
electrode ID with the expiry date (reagent) and the installation date
(electrode).

LLP-Archives Press [0 and enter the result

1D - My method number from where you want to
start visualising the results.

Corcult From - Example: result no. 9 out of 26

results stored for the method

selected.

Consult archives {I+——— Press 1 to consult.

The following pages give a

- summary of the information

[ QuitEsc | Change: ¢ | available in the Ma i n,
Electrodes and
Reagents windows.
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Sample results

The last 200 sample results are saved in the archives.
Once you have selected the method and the result (see previous page),
the following data are displayed:

Result no. 9/26 Result no. 10/ 26
My zample My sample A107 26N
Tupe : Sample " Type: Sample
24 Apr 2003 1555346 of 24 Apr 2003 15:5544
Uzer: Siwith results Lser - Smith
saved
for the
Average on 3 tests IOM selected Tesgt: 3 TOM
Ok, method. e Accepted

[ ouit:Ese | Select: & | [ Ouit:Ezc | Select: &+ |

Scroll the results.

The results can be: Test results (Rx) or Average + standard deviation
calculated on several tests of the same sample. "ION" or "SAC" means that an
ION or a SAC method has been run. "CPL, ION" or "CPL, SAC" means that the

method run belongs to an ION or SAC coupled method.

-

My zample My s ample

Fesult - 297 =19ml) Fesult - Iiml)
Tenperature - Fised 25°C

L OuitEse |  OK- & | [ ouEse | o4& |

Mean and standard deviation R1 = result of test no. 3 (test

calculated on three R1 accepted).

accepted test results.
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Reagent titre entries

The last 100 reagent titre entries are saved in the archives.
Once you have selected the reagent then the result (see first page of this
chapter), the following data are displayed:

Resultno. 1/4 Resultno. 2/4
aisthe  [TETTIPY
number
Batich na. - of results Batich md.
Certificate no. saved  Ceptificate no.
0% Jul 2003 15:07:35 " 08 Jul 2003 15:07:35
User: Smith reagent. Lser Smith
Current calibestion data

Enterad titie Enterad titra

9 9000E-deq/ @ @ 2 3000E-deq4
| Ouit:Eze | | | Guit-Eze | |

Scroll the results.
The results can be: reagent titre entered by the operator or the reagent titre
currently used.
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Electrode calibration resuits

The last 100 electrode calibration results are saved in the archives.
Once you have selected the electrode then the result (see first page of
this chapter), the following data are displayed (for a pH calibration):

Result no. 13/ 19 Result no. 14/ 19

FHGED1.a 415719 BT P HGE0 1, 4 414019
Serial number : ;huemb or Serial number :
19 Apr 2003 18:45:32 of 1% Apr 2003 18:45-30
Lser Smith results Lsepr . Smith
saved
for the
Fuerage on 5 cucles I0OH selected Cugcle : & I0H
with 2 Buff ez electode. ik 2 biff a2
QE K, Accepted
Rezult= @ @ - (4

Select: 4 |

Scroll the results.
The results can be: cycle performed on a standard, mean calculated on several
cycles performed on the same standard or current calibration data. "ION" or
"SAC" means that an ION or a SAC method has been run.

| Ouie:Esc | | OuiEse | Select: & |
|

o

o

PHCIO1.3
Sensitiuity . 1016 %
pHOC2S 6424 pH
Response time : als
Temper ature ; Fined 25 C

| OuitEse | 0K 4 |

Mean calculated on 3 cycles
performed and accepted. Each
cycle has been run using 2 buffer
solutions.
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FHCE01.3
Sensitivity . Qg1
pHOC25 : 6581 pH
Eesponse time ; s
Temperature ; Fined 25 C

| OuitEse |  OK- & |

Result of cycle no. 3 (cycle
accepted). This cycle has been
run using 2 buffer solutions.



6. Printing data

L IMPORTANT [J

Before printing, it is necessary to perform the following:

1.

Enter the Setup window: press Stop 3 seconds in the Main
window.

Select the Printer

Press 1.
InConfiguration,selectPrinter = 80 columns and
Format = ListingorPage by Page.

Enter User ID (if required)
InConfiguration,selectUser ID = Yes. Youwillbe

prompted to enter a user ID at the start of a run method. This ID will
appear on the printouts.

Customise the printout (if required)

In Configuration, press 3.

In Customi se, enter the name of your workstation (max. 4 lines
of 32 characters). This information will appear as a header at the
start of the printout.

For automatic printout - select a condensed or detailed printout

Inthe Printouts screen of the Edit method/electrode, select
Detai led = High toobtain afull detailed printout.
Select Low for condensed printout.
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Manual printouts

Method library

Press Print, in the Main window to give you an overview of the methods
available in the method list.

Radiometer Analytical SAS 18 Jul 2803 - 09:29:10
72 rue d’Alsace TONS7D — HHHRKHENKKH
69627 Villeurbanne CEDEX France
Tel: 33 (@)4 78 03 38 38 Method list
Method 1 Measure
Hode : Measurement pH
Electrode : PHC2401-a
Cell grounding : Reference
Method . EC 1507888
Hode : Measurement conductivity
Flectrode : CDCT41T-a
Method : EC - pH

ode : Coupled

Method 1 . EC 1507888

Method 2 : pH of water

Method : Fluor in water

Hode : Measurement ISE std add

Electrode : ISEC301F-a

Cell grounding : Reference

Reagent : NaF @.001N

Method : Nitrates in food

Hode . Measurement TSE direct

Electrode : ISE25N03-a

Cell grounding : Reference

Method : pH of water

Mode . Measurement pH

Electrode : PHC3081-a

Cell grounding : Reference

Radiometer Analvtical S$AS

Reagent library

wuw . meterlab.com

Press Print, in the Reagent window to give you an overview of the
reagents available in the reagent list.

Electrode library

Press Print, inthe Electrode window to give you an overview of the
electrodes available in the electrode list.
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Edit method data

In the Main window, press 4 Method 1 ibrary then Print to give you
an overview of the parameters of the current programmed method. These
are the parameters entered in the Ed i t method screen (press 2 to

access).

Radiometer Analytical SAS 10 Jul 2003 - 09:39:05
12 rue d’Alsace IONST7O — HKERKHKNKXH
69627 Yilleurbanne CEDEX France
Tel: 33 (B)4 78 B3 38 38 | Method : Fluor in water
Mode : Measurement Measure : ISE std add
QC sample : No
Temperature : T201-a No. of tests 1
Cell grounding : Reference

Hessage

Add 5 ml of TAFIC
PARAMETERS

Electrode : ISEC301F-a Reagent : NaF 0.001N
Stirring : Yes
Stability 0 0. 2 mY/min Acceptation : 10minBBs
Max. stab. time - 15minBBs
No. of additions : 3 Std add volume : automatic
Potential jump : 48.0 mVY
Huxlllary output : No
Addition : No

SAKPLE
Dilution : Yes
Final dil. amount : 50.0600 ml Aliquot : 50.000 ml
Sample amount : 45.000 ml

RESULT
Accept. criteria No No. of decimals &
Result unit : mg/l
Results factor : No
T°C minimum value : 15 °C T°C maximum value : 25 °C
Min. sensitivity 95 % Max. sensitivity : 103 %

PRINTOUTS

itle : Analysis bulletin

Detailed level : High
Curve : Yes

Radiometer Analytical SAS

Edit reagent data

www.meterlab.com

Press4 Reagent libraryinthe Reagentwindowthen Printto
give you an overview of the parameters of the current programmed
reagent. These are the parameters enteredinthe Edi t reagent

screen (press 2 to access).

Edit electrode data

Press4Electrode libraryinthe Electrodewindowthen
Print to give you an overview of the parameters of the current
programmed electrode. These are the parameters enteredinthe Edi t
electrode screen (press 2 to access).

Printing data 53



Automatic printouts

The Print key is inactive during a sample measurement or an

electrode calibration.

Theresults obtained during a"Run" are printed automatically.

Depending on the option selected for Detai led inthe Edit method/
electrode - Printout window, you will obtain different types of printouts.

Example of a printout for a pH measurement method

Header:information entered
inthe Customise screen
ofthe Setup window.

|

Title of report:
enteredin
Printouts
screenduring
method editing

Radiometer Analytical SAS 10_Jul 2003 - 10:03:23

72 rue d’Alsace TONS70 - HMMRMHMNMKM

69627 Villeurbanne CEDEX France

Tel: 33 (0)4 78 03 38 38 My analysis report : pH of water .
o User : HY

Sample ID : My sample

Electrode : PHC3081-a Serial number : SN 881

Last calibration : 10 Jul 2083

pHB(25) : 7.070 pH Sensitivity :101.1 % o ————

Temperature : PHC3081-a Serial number : SN 661

20

Test no. 1 Time : 10h03 Duration : 48s

Temperature c 241 °C 0K

Result accepted : 8.678 pH 0K

21

Test no. 2 Time : 10h04 Duration : 49s

Temperature 2267 °C 0K

Result accepted : 8.682 pH 0K

22

Test no. 3 Time : 10h05 Duration : 22s

Temperature : 26.7 °C 0K

Result accepted : 8.582 pH 0K

Hy sample Average on 3 tests / 3
Final result : 8.647 s0.034 pH 0K

Radiometer Analytical SAS

at the end of all printouts

ID entered at the start of the

Foot note: automatically appears

“Analysis ID: User ID and Sample

measurement (if option selected

during editing)
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Result: obtained at the end of
the analysis

Calibration data: of the electrode
used



7. Connection of peripherals

‘ Conductivity cell

Pf

‘ABU52, cable A95X501

PC, cable A95X501
Printer, cables A95P201/
A95X506

N

Sample Changer, cable
A95A202

‘ Not used

12V OuT 5V outr IN
o O O
40 50 5O

B &
R &
& &

L JOROIOIOIC)

Line cord, 230 V (A95S001),
115 V (A95S002)

Single metal electrodes
for grounding only

Temperature sensors

Double metal electrodes

Reference electrodes

Combined pH electrodes
w/wo temperature sensor

Single pH electrodes

Single or combined metal
electrodes (Redox
measurements)

Single or combined ion
selective electrodes

Connection of peripherals
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8. General information

Cleaning

The instrument requires minimum maintenance. The exterior surface can
be cleaned with tepid water and wiped dry with a soft cloth. Never use
another solvent unless you have first consulted your

Radiometer Analytical representative

Transporting the instrument

Always use the packaging supplied by the manufacturer.
IMPORTANT!

Remove the metal rod before transporting the instrument.
Never pick-up or carry the instrument by the metal rod.

Servicing

DO NOT ATTEMPT TO SERVICE THIS PRODUCT YOURSELF,
except as noted in the Reference Manual. For servicing, please contact
your Radiometer Analytical servicerepresentative atthe address given
below:

RADIOMETER ANALYTICAL SAS
72, rue d'Alsace
69627 Villeurbanne CEDEX - France

Tel.: +33 (0) 4 78 03 38 38
Fax: +33 (0) 4 78 03 38 27
E-mail: radiometer@nalytical.com

or your local service representative:
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