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MODIFICATION INSTRUCTIONS 

for the

KODAK X-Omatic  MULTILOADER 700

Service Code 3053

MODIFICATION No. 25

Type 1 Selective

PURPOSE:
To avoid excessive vibrations of the OPENER SHAFT.

IMPORTANT : Use qualified service personnel to install this modification !

SERIAL NUMBERS : 50 Hz all units
  60 Hz all units

NOTE

INSTALLATION TIME : Approx. 0.5 hours

SPECIAL TOOLS : none

PARTS REQUIREMENTS : Mod. Kit #25 PN 9192506



 

PLEASE NOTE 

 

The information contained herein is based on the experience and knowledge relating to the subject
matter gained by Kodak prior to publication. 

No patent license is granted by this information. 

Kodak reserves the right to change this information without notice, and makes no warranty, express or
implied, with respect to this information. Kodak shall not be liable for any loss or damage, including
consequential or special damages, resulting from the use of this information, even if loss or damage is
caused by Kodak’s negligence or other fault. 
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PARTS LIST

PART
NUMBER

DESCRIPTION QTY

9192506 MODIFICATION KIT No 25 consists of:
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9282501 SPACER 1

9212391 WHITE SLOTTED BEARING 1

4281661 SCREW M4x20 2

4497710 WASHER 4.3 mm 2

INTRODUCTION

If the ML700 OPENER SHAFT vibrates excessively SWITCHES S4, S5, S6 might become actuated at
the wrong time. The SPACER eliminates these excessive vibrations.

  INSTALLATION

1. Switch off the ML700.

2. Open the TOP COVER.

3. Mount the SPACER at the front SHAFT as shown below. Do not tighten the MOUNTING
SCREWS at this time. Ensure that the OPENER ARM does not touch the SPACER.

SPACER
WHITE SLOTTED BEARING

SPACER MOUNTING SCREW (2)
OPENER SHAFT

OPENER
SHOVEL

OPENER ARM

figure 1
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4. Slide the WHITE SLOTTED BEARING on the OPENER SHAFT. The BEARING FLANGE should
be to the side of the OPENER SHAFT. If the FLANGE is to the other side, the BEARING might
slide out.

5. Ensure that the round cut-out of the SPACER rests fully on the WHITE SLOTTED BEARING and
fasten the SPACER MOUNTING SCREWS.

FINAL TEST

1. Run a few cycles with various CASSETTE SIZES to ensure proper operation.

2. Circle number 25 on the MODIFICATION LABEL.

figure 2
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